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Thank You . . . 
Thank you for purchasing Instantelôs Blastware software program. Blastware combines the ease-

of-use of the Microsoft
®
 Windows

®
 operating system with the power and control of the two 

Blastware software modules: Compliance and Advanced. The Compliance module copies, views, 

prints reports, and deletes Events. It also sets up and programs the Series II, Series III, or Series 

IV monitor. The Advanced module, available separately, performs advanced functions, and has 

customizable setups. 

__________________________________________________ 

1. BEFORE YOU BEGIN 

1.1 Complete and Return Your Registration Card 

Instantel offers the most comprehensive Product Support Program available. You receive a one 

year warranty on the Blastware software and free software upgrades for the first year. All you 

have to do is complete the registration card included with your software and return it to Instantel 

by mail or facsimile within thirty (30) days of purchasing your new software, or by completing the 

online registration form at the website, www.instantel.com. 

1.2 What You Need to Run Blastware 
Note: Instantel provides limited support for Windows® 2000, XP.  Review the next section that 

details Microsoftôs End of Support program.    

Blastware software can run on any IBM-compatible PC with the Windows® 7 or Vista Operating 

System with the following requirements: 

(1) CD-ROM drive 

(2) Mouse or Touchpad for Navigation 

(3) SVGA or higher screen resolution 

(4) A free RS232 Serial, USB or Ethernet Port depending on the model of  

     seismograph you have purchased 

(5) A free USB port for the Advanced Software hardware dongle 

(6) Printer (optional) 

(7) Modem (optional) ï Contact Instantel for the modem supported by your unit 

(8) Latest version of Acrobat® Reader®  

1.3 Microsoft Windows® End of Support Lifecycle 
Microsoft implements an óEnd of Support Lifecycleô for their product releases.  A detailed 

description of these support timelines can be reviewed at; 

support.microsoft.com/common/international.aspx 

 

Desktop operating systems Latest service pack End of mainstream support End of extended support 

Windows XP Service Pack 3 April 14, 2009 April 8, 2014 

Windows Vista Service Pack 2 April 10, 2012 April 11, 2017 

Windows 7 Service Pack 1 January 13, 2015 January 14, 2020 

Windows 8 Not yet available January 9, 2018 January 10, 2023 

http://support.microsoft.com/common/international.aspx?RDPATH=%2flifecycle%2fdefault.aspx
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1.4 Hardware Key Connection (Advanced Module Only)   

The Hardware Key, supplied with the Advanced Module software, plugs into your computerôs 

USB port.  Do not plug in the Hardware Key until after you have installed the Blastware software. 

The Hardware Key accesses the Blastware advanced features in the advanced module. The 

Hardware Key can be used on any computer with a USB port and can be changed from one 

computer to another. 

After you have connected the Hardware Key, start the Blastware program. The Event Manager 

appears and displays the Analysis icon indicating you have access to the Blastware Advanced 

Module software. 

NOTE: Users of Windows 2000, XP, or Vista must be logged on with Administrator privileges in 

order to install the drivers required by the Hardware Key. Please see Installing Blastware on 

Your Computer  below for details. 

NOTE: New Blastware software installations may not run using hardlock devices from previous 

versions. 

1.5 Installing Blastware on Your Computer 

Blastware installs onto your hard disk creating its own directory and copying all the necessary 

Blastware program files into the directory.  If you are installing the Advanced Module, do not plug 

in the Hardware Key until after you have installed the Blastware software. 

To install the Blastware Software Program: 

1. Insert the Blastware CD-ROM into the CD/DVD-ROM drive on your PC. The Blastware 

welcome screen appears. (If auto run is disabled on your computer, the screen will not appear. 

Open the Blastware CD-ROM and double click on the startup.exe icon.). 
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2. From the welcome screen, select ñInstall the Blastware [Version No.] softwareò.  You then 

have the option to select and Save manuals from the CD to your hard drive.  Additionally, you 

can select View for any of these manuals and they will open after being saved.  Or, you may 

choose to View or Save them independently. 

3. Accept the destination directory for the manuals, or choose a new one. 

Note: If you have purchased the Advanced Module, do not insert the USB stick until after the 

installation. 

4. The message below appears. Select the Proceed button to continue with the Blastware 

Installation.  Exit cancels the installation: 

 

 

 

 

 

 

 

 

 

5.   An ñInstalling Dongleò message flashes on the installation window indicating that the 

Dongle software is being installed. 

 

 

 

 

 

 

6. After the Dongle software is installed, the Blastware installation process begins, indicated by 

a flashing ñInstalling Blastwareò message: 

 

 

 

 

 

 

 

 

7. The InstallShield Wizard appears.  Proceed with the installation by selecting the Next button.  

You may stop the installation at any time by selecting Cancel. 
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8. The ñWelcome to the InstallShield Wizard for Blastware [Version]ò appears.  Select Next to 

proceed with the installation of Blastware. 

 

 

 

 

 

 

 

 

 

 

 

 

 

9. The Instantel License Agreement is displayed.  Read the License Agreement and then 

select the ñI accept the terms in the license agreementò radio button.  Select Next to 

proceed with the installation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

10. Review the Readme Notes.  These are important updates about the features and 

software fixes that are included in the Blastware version currently being installed.  

Select Next to continue with the installation. 
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11. Accept the default directory destination for the software installation, by clicking Next, or 

use the Change button to create a new location. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

12. Now you must decide on who will be allowed access to the software.  Select ñAnyone 

who uses this computer (all users)ò or ñOnly for meò with the name of your computer 

beside the message.  Select Install to start the software installation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

13. The Blastware installation begins, displaying a status bar of the progress.  When this 

process has been completed, select Next to continue with the installation  
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14. Select Finish to complete the installation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

15. You are now ready to begin using Blastware. A series of icons related to the Blastware 

program was added to your Windows, Start, Program list, and a Blastware icon was 

added to your Desktop.  Start Blastware by selecting the icon at either location. 

NOTE: If Available, we recommend that you install an update of Blastware available at 

www.instantel.com.  This update will include a new version of the monitors operating 

system.  

After downloading the update, ensure that you have selected the proper unit type prior to 

trying to communicate with it using the Reload Operating System option.  Select Reload 

Operating System from the Unit Menu. 

1.6 Starting Blastware 

If you have the USB Hardware Key for the Advanced Module, insert it into your USB port.  To 

start Blastware, place the mouse pointer on the Blastware program icon, located on your Windows 

Desktop or within your Windows, Programs listing. A welcome screen appears followed by the 

Blastware Event Manager.   

1.7 Conventions Used Throughout This Manual 

The following typographical conventions appear throughout this manual. 

Bold type Press the indicated key. 

Italic type Information that you enter. For example, filename asks you to enter a filename 

of your choice. 

 

 

 

 

 

http://www.instantel.com/
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2. INTRODUCTION 

The Blastware program combines the ease-of-use of a Microsoft Windows based program with the 

power and control of a user-friendly menu structure. Using the program, you can view and print 

Event waveforms and program, control, and customize the operation of your Minimate Blaster, 

Series II, Series III or Series IV monitor.  

2.1 Blastware® Software Modules 

The Blastware software program has two modules. The first is the Compliance Module and 

comes standard with each Blastmate III, Minimate Plus, or Minimate Blaster, or Series IV 

monitor. This module includes all the commands to control your monitors basic compliance 

features. You can also use it to transfer your recorded Events to a personal computer where you 

can view them, format user-definable Event and FFT Reports that can be produced by your 

printer, or produce a PDF file format that can be emailed.   

The second module, the Advanced Module, provides advanced features to analyze recorded 

Events. You can edit National Frequency Standards, perform FFT and timeline analysis. You can 

also integrate, differentiate, invert, add, linear superposition, filter, and truncate waveforms. 

Blastmate III and Minimate Plus users can customize the monitor LCD windows to match 

particular applications or display another language. Using this module, you can also change 

sample rates, and program the Blastmate III , Minimate Plus, or Series IV to use additional sensors.  

The Advanced Module will only operate on a computer equipped with a Hardware Key that is 

provided with the purchase of the Advanced Module.  

2.2 How to Obtain the Advanced Software Module 

You can order the Advanced Software module from any authorized Instantel Dealer. The module 

includes an installation CD, a Hardware Key to access the programs, and an Operator Manual. 

2.3 Blastware Features and Benefits 

The following table provides a sample of the Blastware features and benefits. The Compliance 

Module is supplied at no cost with every monitor. The Advanced Module is available separately. 

Functions and Features Module 

 Compliance Advanced 

 

Program monitor ¶ ¶ 

Upload and Display Events, store on disk, and 
print via RSï232 

¶ ¶ 

Modem communications ¶ ¶ 

Remote Monitoring ¶ ¶ 

Auto Call Home ¶ ¶ 

Post Event Notes to multiple events ¶ ¶ 

Sample rates programmable (1 to 4 KHz) ¶ ¶ 

Single batch command for copy and print ¶ ¶ 

Change units of measurement ¶ ¶ 

Read Blastmate II files ï convert to Blastmate III ¶ ¶ 
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Select national frequency analysis ¶ ¶ 

ASCII output for third party analysis packages ¶ ¶ 

Series II Blastmate and Minimate Support ¶ ¶ 

Scaled Distance Analysis ¶ ¶ 

Histogram mode for standard sensors ¶ ¶ 

Customized Event Reports ¶ ¶ 

Customized FFT Reports ¶ ¶ 

Histogram Combo mode for standard sensors ¶ ¶ 

Customized Signature Hole Analysis Reports  ¶ 

Fast Fourier Transform (FFT) analysis  ¶ 

Time line display  ¶ 

Change sample rates (512 Hz to 65 KHz*)  ¶ 

Program monitor for custom sensors  ¶ 

Support for custom sensors  ¶ 

Integrate and Differentiate (i.e. velocity 
displacement/acceleration)  

 ¶ 

Truncate waveform  ¶ 

Add waveforms  ¶ 

Shift waveform  ¶ 

Filter to eliminate unwanted frequencies  ¶ 

Compliance Graph Editor  ¶ 

User defined printout and LCD headings   ¶ 

Waveform and Blast Simulation using Interval 
Analysis, Linear Superposition, and Signature Hole 
Analysis Tools 

 ¶ 

Language Editor to change existing language or 
translate to another language (Series III and IV) 

 Contact 
Instantel 

Remove offsets when using custom sensors  ¶ 

Transfer Function  ¶ 

Human Exposure  ¶ 

PDF Output  ¶ 

Ethernet Communications  ¶ 

Frequency Filter Report  ¶ 

1/3 Octave Report  ¶ 

Export Data to Windows Clipboard  ¶ 

Zoom Data  ¶ 

Series IV Only   

Vibration Dose Value (VDV) at 512 Hz sample rate 
and Event Reports 

 ¶ 
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View Histogram data in real-time 

 

 ¶ 

Monitor Scheduler (24 hour and Week with Repeat 
Option) 

 ¶ 

Sound Level Monitoring and Analysis  ¶ 

* Sample rates up to 65 KHz available on one channel for Series III monitors. Four channel 

monitors manufactured before 1998 require modifications to minimize noise. Sample rates up to 

65 KHz available on all channels for Series IV monitors.  Contact Instantel for more information. 
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3. BASIC TUTORIAL 

In this tutorial, we set up your computer and the Blastware program to work together. We then 

transfer Event files from your Series III or Series IV unit to the computer. Once we have 

completed this, we view and print each Events Event Summary Report. 

Step 1: Connect the Monitor to Your Computer 

Series III Monitor  Connection 

Turn off the power to the unit.  Connect the Blastmate III or Minimate Plus to your computer with 

the Blastmate III PC cable provided (Part No. 712A2301). Attach the Blastmate III PC connecting 

cable to a serial port on your computer. Use the 9 ï 25 Pin Adapter (Part No. 312ï0007) if 

required.  If you are using the optional USB to Serial Adaptor Kit (Part No. 714A7001), follow the 

supplied instruction sheet. Connect the opposite end of the cable to the AUX connector (or cable, 

if you are using the USB cable) located on the front of the Blastmate III or on the side of the 

Minimate Plus. Do not force the connectors, possible damage may result. 

Series IV Monitor Connection 

Connect the Minimate Pro Series IV unit to your computer using the Ethernet Communication 

Cable, Minimate Pro to PC (Part No. 720A4101).  Attach the Series IV PC connecting cable to the 

Ethernet port on your computer. Connect the other end of the cable to the Auxiliary connector 

located on the right of the unit. For more information, refer to Section 4.2.1b. These are quarter-

turn connectors ï do not force the connectors, possible damage may result. 

Micromate Monitor Connection 

Connect the Micromate unit to your computer using the PC to USB connecting cable.  Attach the 

connecting cable to a free USB port on your computer. Connect the other end of the cable to the 

connector labeled PC on the unit.  

Step 2: Start the Blastware Program 

Turn on your computer. Click on the Windows Start button in the lower left of the screen, select 

Programs, and then Blastware. Click on the Blastware icon to start the Blastware program.  

Step 3: Set up Communications 

Communication between an Instantel monitor and your computer is configured using the 

Communications Setup dialog box located under the Unit Menu. Open the Unit Menu and choose 

Communications: 
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For the tutorial, we will use an Automatic IP Address. Check the Automatic IP Address check 

box. The other menus; Baud Rate, Retries, and Modem Type should have the same settings as 

the dialog box pictured above.  

 

NOTE:  If you have attached a Micromate monitor to the PC, the name of the unit and associated 

port will be automatically be populated in the Port dropdown window. 

When the Automatic IP address option is selected, the Minimate Pro is automatically set to use an 

IP address in the same domain as the IP address used on your computer. 

Click on the Test Communications button. To test your successful connection to the monitor, 

Blastware will communicate with the unit, and indicate if your selection is correct. Click on the 

Close button to save your setting and exit the Communications Setup dialog box. The remaining 

buttons including Dial, Hang up, Initialize PC Modem, and Initialize Remote Modem control 

modem communications. See Chapter 7 for further information about these communication 

options. 

Step 4: Check the Unit Status 

To check the status of the Blastmate III , Minimate Plus, Series IV or Micromate from your 

computer, position the mouse pointer on the Unit  Menu and click the mouse button. Click on the 

Status command to display Status dialog box.  

 

 

 

 

 

 

 

 

 

 

 

This dialog box informs you of important information about the monitor including its operating 

software version, when it was calibrated and by who, the currently set date and time, the current 
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mode the monitor is in, its battery level and the amount of total memory installed in the monitor 

and the amount the memory available. Press the Refresh button to update the information. 

Step 5: Report Options 

Blastware creates an Event Summary Report for each recorded Event. Blastware offers you a wide 

degree of flexibility to define the contents of these reports. In this step, we enter a new report title, 

choose a Compliance Report, and choose the reports measurement units. 

1. Open the Report Options Menu by clicking on the icon, or access it from the File Menu. 

 

2. Change the Report Title . 

You can change the Report Title to a title of your choice. Position the mouse pointer in the 

Report Title text box. Press the Backspace key to delete the existing title. Enter a new title up 

to a maximum of forty nine characters. 

3. Choose a Compliance Graph. 

Blastware supports numerous Compliance Reports. To choose a Compliance Report, position 

the mouse pointer over the Compliance Graph dropïdown menu and click the left mouse 

button. A list of supported Compliance Reports appears. Scroll through the list and choose a 

report by clicking the left mouse button.  If you have two geophones attached, then repeat this 

step for the second geophone. 

4. Press the OK  button to close the dialog box and save your changes. 

Step 6 Open the Event Manager 

The Event Manager organizes the Event files stored on your computer similar to the Windows File 

Manager. The Event Manager allows you to copy, delete, print, and view Events by simply 

selecting an Event and pressing the appropriate command button. If the Event Manager is not 
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open, click the mouse pointer on the File Menu then click on the Event Manager command. The 

Event Manager dialog box appears. 

Step 7 Copy All the Events to Your Computer 

To copy Events from the Blastmate III , Minimate Plus, Series IV or Micromate to your computer, 

press the Copy/Print  icon. If you are using a Series IV monitor, ensure that you select the unit 

icon in the Event Manager.  The Copy and Print All Events dialog box appears. Press the Yes 

button to copy all the Events on the unit, and display them in the Events List Box. Click on the 

Print checkbox to print the Events on your computers default printer at the same time. 

 

Step 8 View an Event Report 
You can view an Event or FFT Report by selecting the event and clicking on the Event Report or 

FFT Report icons provided in the toolbar.  These reports can also be accessed by pre-selecting 

them under the Window menu, then Auto Open ï select the reports you would like to view 

automatically by highlighting them with a check mark.  The default is both reports.  To 

automatically view reports using the Auto Open selections, double click your left mouse button on 

the desired event, and the reports will be created in a new window based on the settings you have 

defined within the File menu, Report Options dialog. 

 

 

1. The settings of your PC monitor (i.e. 800 x 600) will determine the extent of the Event 

Report you will be able to view without scrolling.   

Scroll through the Event. 

Click on the scroll bars (Arrows)  to scroll through the Event Report. 

2. View the Entire Event. 

Click on the File Menu and choose the Print Preview command. The entire Event Report 

appears on your display. 

3. Add Post Event Notes. 

Click on the Tools Menu and click on the Post Event Notes command. Enter your 

comments and press the Apply to Event button. 
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4. Print the Event. 

To print an Event, click on File Menu and click on the Print  command, or use the Print  icon 

available in the toolbar. If required, adjust the settings in the Printer dialog box and press OK 

or Yes to send the print job to your local default printer. 

 

Below is an example of a Series IV Event Report using the Waveform Record Mode: 
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Notes: 
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4. BLASTWARE COMPLIANCE MODULE 

This chapter provides instructions to use the Blastware Compliance Module. It provides 

instructions to transfer, list, copy, delete, print, and view Events. It also includes procedures to set 

up your Series III, Minimate Blaster, Series IV or Micromate and customize the Event Summary 

Report.  The Main Window contains the Blastware Main Menu, an Icon Toolbar, and other 

standard Windows controls. You access all Blastware commands from the main window. 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The Blastware Main Menu contains several commands to program the unit. After you have 

changed the setups, Blastware can transfer the changes to the monitor. In order for Blastware to 

complete this successfully, a unit must be connected to the computer using the communication 

cable that was provided with it. Before you enter this menu and attempt to change the setups, 

connect a monitor to your computer 

4.1 File Menu 

File Menu contains several commands; Event Manager, Report Options, Close, Print , Print 

Preview, Print Setup, and Exit.   The Close, Print , Print  Preview, and Print  Setup commands 

are only available if you have a Report open. 

4.1.1 Event Manager ï Compliance Module 
If you have a Report open, you can access the Event Manager by clicking on the Event Manager 

command in the File Menu.  This will bring the Event Manager to the forefront.  Or, if you have 

closed the Event Manager, clicking on this menu selection will reopen the Event Manager 

window. 

Event List Box Directories List Box 

Event Manager 
Icon Toolbar  

Blastware Main 
Menu Icon Toolbar  

Blastware Main Menu  

Select Unit Type 
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4.1.2 Report Options  
The Report Options command defines the contents of the Event Report created by Blastware 

which can then be printed using your computers printer. This report is not the same report as the 

one printed by the Blastmate III printer or the Minimate Plus using a printer. The setups of this 

report can be different from the monitor report. You can define which Event information to 

include or exclude in the report. 

To change these settings, select the File Menu and choose Report Options. The Report Options 

dialog box appears.  This dialog has several tabs, with each tab containing options that control the 

printed results of the Event Report ï these tabs are Data Display, Units and Channel, Compliance 

Scaling, and FFT Report Options. 

To accept any changes that you make within Report Options, click on Apply . Any changes that 

you have made will be automatically updated and the Report Options dialog will remain open.   If 

you make changes, but decide not to accept them, click on Cancel.  Clicking on OK will apply the 

changes and exit from the Report Options dialog. 

 

a. Data Display 

(1) Report Title 

The Report Title may be changed to a title of your choice. To change the title, click on the Report 

Title text box. Press the Backspace key to delete the existing title and then enter your new title. 

(2) Compliance Graph for Geophone 1 

Blastware supports numerous Compliance Reports for each attached Geophone. 

To choose a report, click on the Compliance Report dropïdown menu and scroll through the 

standards. Click on the required standard. 

(3) Compliance Graph for Geophone 2 

Blastware supports numerous Compliance Reports for each attached Geophone. 

To choose a report, click on the Compliance Report dropïdown menu and scroll through the 

standards. Click on the required standard. 
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(4) Language 

This drop-down menu selects the language used by the Blastware program.  Contact Instantel for 

additional language options. 

(5) Print Custom Logo 

Blastware also enables you to print a logo of your choice, which appears in the top right-hand 

corner of your Event Summary Report. Any bitmap file (indicated by the extension .bmp) may be 

used, provided that it has dimensions in the ratio of 277 wide by 55 high. Blastware attempts to fit 

the graphic into an area of 277 by 55 pixels. If it cannot, a warning message appears when you 

print the report. You may wish to edit your logo in Microsoft Paint or another graphics program 

before you import it into Blastware. 

To add a custom logo to your reports, move the mouse pointer to the checkbox and click to display 

a checkmark. Then click on Change to navigate through your directories and find the bitmap file 

you wish to use. When you have selected the file, it will appear in the text box to the left of the 

Change button. 

Print a test report to ensure that the logo appears as expected. 

(6) Print in color 

This setting controls the printing of the Event summary report in either black and white or color. 

For black and white printing, leave the Print in color checkbox blank. For color printing, enter a 

checkmark in the checkbox. Color printing requires a color printer connected to your computer. 

(7) Display Waveforms in Color 

This setting toggles the display of the waveforms in the Event Report from black and white to 

color.  To display the waveforms in color, click on the checkbox to display a checkmark.   

(8) Show Cursor on Print Screen 

This feature controls the printing of the cursor, and the associated cursor data, in the waveform 

graph.  To include the cursor and cursor data, click on the checkbox to display a checkmark. 

(9) Show Grid Lines on Waveform  

This feature controls the printing of grid lines in the waveform graph.  

To include grid lines, move the mouse pointer to the checkbox and click to display a checkmark. If 

you do not require the grid lines, click on the checkbox to remove the checkmark. 

(10) Show Waveform Compliance Graph 

To include the waveform compliance report, click on the checkbox to display a checkmark. If you 

do not require the waveform compliance report, click on the checkbox to remove the checkmark. 

(11) Show Histogram Compliance Graph 

To include the histogram compliance report, click on the checkbox to display a checkmark. If you 

do not require the histogram compliance report, click on the checkbox to remove the checkmark. 

(12) Show Ponderated Peaks 

Ponderation is a weighting of waveform frequencies, as defined in the French national compliance 

standard.  

To print ponderated peaks in the Event Summary Report, move the mouse pointer to the checkbox 

and click to display a checkmark. If you do not require ponderated peaks, click on the checkbox to 

remove the checkmark. 

(13) Show Waveform 

This setting controls the printing of the Event waveforms. The waveforms are graphical 

representations of the activity recorded on each of the recording channels. 

To print the waveforms, click on the checkbox to display a checkmark. If you do not require the 

waveforms, click on the checkbox to remove the checkmark. 
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(14) Represent Histogram Using Lines 

To display the Histogram as lines instead of a filled bar chart graph, click on the checkbox to 

display a checkmark. If you would rather view the filled bar chart style, click on the checkbox to 

remove the checkmark. 

(15) Include PVS on Event Report 

To include the Peak Velocity Sum (PVS), click on the checkbox to display a checkmark. If you do 

not require the PVS results, click on the checkbox to remove the checkmark.   

(16) Flex Event Compliance Warning (Series III Only) 

If an Event has been recorded using the Flex mode, and this checkbox has been selected, the 

following dialog box will appear.  Flex Events will only display compliance channels ï advanced 

channels must be viewed within the Analysis screen. If you do not require this function, click on 

the checkbox to remove the checkmark.  An option is provided to remove this dialog prompt. 

 

  

  

  

  

  

  

  

  

  

  

  

  

  

   

(17) Show Channel Test Waveform 

To include the Sensor Check at the end of the waveform, and the frequency and overswing ratio in 

the Geophone Summary, click on the checkbox to display a checkmark.  

Waveform on Event Report with show Channel Test Form not selected: 
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 Waveform on Event Report with show Channel Test Form selected: 

 

 

(18) Display Geo Peaks in dB  

To have geo peaks expressed in decibels (dB) on your Event Summary Report, move the mouse 

pointer to the checkbox and click to display a checkmark. If you do not require this function, click 

on the checkbox to remove the checkmark. 

i Reference to Value dB 

Input the dB reference level in accordance with your local regulations.  If the local regulations 

express this reference value in PPV, then complete the following equation to obtain the value in 

dB: 

 

*** WARNING *** 

When performing this calculation, the Reference 

PPV units must be the same unit type (i.e. mm/s 

or inches/s) as that with which you are 

recording. 
 

(19) Event Manager Options 

These settings sort the Event List and choose whether to include Monitor Log entries within the 

list. 

i Sort events by start date/time 

This option displays the Event Lists Events sorted by date. The earliest recorded Event appears 

first within the list. If you do not choose this option, Events appear in the list in the order in which 

they were copied from a monitor. 

To enable this option, click on the checkbox to display a checkmark. 

ii  Show Monitor Log Entries 

This option displays monitor log entries within the Event List. Monitor Log files must be copied 

from a monitor to the Event List directory on your computer before they can appear within the list. 
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To ensure that monitor log entries and Events display in sequence, enable the Sort by date option 

explained in the previous section. 

To enable this option, click on the checkbox to display a checkmark. 

 

b. Units and Channel 

 

(1) Show Mic in dB 

The microphone units are either Metric, Pa (Pascal), or Imperial, pounds per square inch (psi).  

To choose dB units, click on the Show Mic in dB checkbox to display a checkmark.  To disable 

dB units, click on the checkbox again to remove the checkmark. 

(2) Show Mic in Linear Units 

The microphone units are Metric, Pa (Pascal), or Imperial, pounds per square inch (psi).  

To choose Linear units, click on the Show Mic in Linear Units checkbox to display a checkmark.  

To disable Linear units, click on the checkbox again to remove the checkmark. 

(3) Measurement Units  

You can print an Events Event Summary Report using either Imperial or Metric measurement 

units. To select the measurement unit for the Event Report, click on the Measurement Units 

dropïdown menu and click on either Imperial  or Metric . 

(4) Time Display Format 

You have the choice between 24 and 12 hour time displays. 

To choose the 24 hour time display, click on the 24 Hour button. To use the 12 hour display, click 

on the 12 Hour (AM/PM)  button. 

(5) Select channels to show on compliance Event report` 

With this command, you can choose which channels to display on an Event report. You must 

choose at least one channel per report.  

NOTE: Some analysis results cannot be calculated if the required channel is not chosen. For 

example, a Peak Vector Sum calculation cannot occur if either channel 1, 2, or 3 was not chosen to 

appear within the Event report. To show all channels, click Show All.   
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NOTE:  Ensure that you select only the channels associated with the type of unit that you are 

obtaining the Events from, Series II and III , Series IV or Micromate. 

 

c. Compliance Scaling 

 

(1) Waveform Compliance Event Reports Scaling 

You can either use the default selection for viewing the amplitude of the Recorded Peak of the 

Geophone, Linear Mic, or ñAò Weight Mic channel, or define the Maximum Amplitude by 

clicking on the radio button underneath the heading Entered Maximum Amplitude , and enter a 

value for each channel.  

(2) Time Scale 

View the complete Time Scale of the Event by selecting Entire Event, or view a portion of the 

Event by entering a specific Time Scale in seconds.  The default Time Scale is -0.25 second to 1 

second ï this negative number accounts for the pre-trigger set for compliance monitoring.  If 

Entire Event has not been selected, then it is noted on the Event Report. 
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d. FFT Report Options 

  

(1) Scale the Geo Channels  

Determine if you would like to view the geo channel scaled to its own peak, or scaled to the 

maximum peak of the three triaxial geo channels.  To scale the channel to the peak of the three 

triaxial geo channels, select the first option, Scale each channel to peak of the three triaxial geo 

channels, by clicking on the radio button.  Or, select Scale each geo channel to its own peak. 

(2) Display Frequency Band in Hz 

Determine the Frequency band that you would like to view on the FFT Report by inputting values 

in the From and To fields.  The allowable frequency range is 0 ï 250 Hz. 

(3) Display Channel 4 

To view the microphone Channel (Linear Microphone, or if you are using the optional Sound 

Level Microphone, Part No. 720A5101), click on the Display Channel 4 checkbox to display a 

checkmark.  To disable Display Channel 4, click on the checkbox again to remove the 

checkmark. 
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e. Sound Monitoring 

 

(1) For a Compliance Event Report, Sound Monitoring Channels 

The Sound Level Microphone Event Reports can be setup to display Equivalence and Exceedance 

Levels in Compliance Mode, or Equivalence in Advanced Mode.  An example Compliance plot 

appears as follows (Advanced, Unfiltered, does not have the L10 or L90 Exeedance option): 

  

An example of viewing a Compliance Event Report with Sound Level Microphone results: 
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Opening a Waveform or Histogram event that was recorded in Advance mode will produce an 

event report that shows the Peak Sound Pressure Level (PSPL), when the peak occurred relative to 

the trigger time, the range the event was recorded in and the measurement units. 

 

An example of viewing a Advanced Event Report with Sound Level Microphone results: 

 

 

Microphone óAô Weight ï Fast 
Lmax  86.7 dB(A) at 2.854 sec 
Sound (dB) LMin 53 L90  51.2 L10  83 Leq 79.0 
Channel Test Passed (Amp = 587 mv) 
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i EquivalenceLevel Leq  

The true equivalent sound level measured over the time of the recording.  

ii  L(N1) Exceedance Level, default L10  

Exceedance levels represent the percent of the recording that was at, or above, the default L10 

level. 

Example: If L10=51.2 dB then 10% of the time recording was above 51.2 dB 

iii  L(N2) Exceedance Level, default L90 

Exceedance levels represent the percent of the recording that was at, or above, the default L90 

level. 

Example: If L90=42 dB then 90% of the time recording was above 42 dB 

(2) For Advanced Event Report, All Channels 

i Equivalence Level, Leq 

The true equivalent sound level measured over the time of the recording. 

4.1.3 Close 
This command is only available when you have either an Event or FFT Report open.  Each time 

you select Close, the current, active Report window will exit.  Until you have exited all open 

Reports, the Close command will be available. 

4.1.4 Print 
This command is only available when you have either an Event or FFT Report open.  Select the 

Print  command from the File Menu to print the currently opened and active window of a Report. 

To create Portable Document Format (PDF) files of the Reports, download and install the free 

CutePDFÊ program from http://www.cutepdf.com/.  After you have followed the manufacturers 

installations instructions to install the printer driver, you will be able to select the CutePDFÊ 

printer as your default printer to create electronic PDF files for distribution. 

4.1.5 Print Preview 
This command is only available when you have either an Event or FFT Report open.  Select Print 

Preview to see how your report will look once it is printed.  There are several selections under the 

Print Preview command to help navigate and view the Report. 

a. Print 

Selecting the Print  icon will access the Windows printer dialog setup for the default printer 

selected within the Windows operating system. 

b. Zoom In 

Select the Zoom In icon to increase the visible size and clarity of the Report ï you are able to 

magnify the report by two hundred percent. 

c. Zoom Out 

Select the Zoom Out icon to reduce the visible size of the Report ï you are able to reduce the 

visible size until the entire page appears in the Print Preview dialog. 

d. Close 

Select Close to exit the Report Print Preview without printing and return to the current active 

window. 

4.1.6 Print Setup 
This command is only available when you have either an Event or FFT Report open.  Select Print 

Setup from the file menu to modify your default printer options, or to select another printer that is 

connected to your computer. 

http://www.cutepdf.com/


   
Blastware Compliance Module ___________________________________________________

    
 

 

4ï12 Blastware Operator Manual 

To create Portable Document Format (PDF) files of the Reports, download and install the free 

CutePDFÊ program from http://www.cutepdf.com/.  After you have followed the manufacturers 

installations instructions to install the printer driver, you will be able to select the CutePDFÊ 

printer as your default printer to create electronic PDF files for distribution. 

4.1.7 Copy Report to Clipboard 
This command is only available when you have an Event, FFT, or Analysis FFT Report open.  

From the file menu, select Copy Report to Clipboard.  A bitmap image of the open report is 

copied to your computers temporary memory.  Open another Windows program that supports 

graphics and use the paste command, or simultaneously press CTRL-V, to place the bitmap image 

into the file. 

4.1.8 Exit 
Select Exit  to close the Blastware program.  A dialog will appear to confirm whether or not you 

would like to exit the program.  Click on Yes to exit to Windows, or No to remain within the 

Blastware program. 

4.2 Unit Menu 
The Unit Menu contains several commands to program the Series III, Series IV, Minimate Blaster 

or Micromate. After you have changed the setups, Blastware transfers the changes to the monitor. 

In order for Blastware to complete this successfully, the unit must be connected to the computer 

using the supplied communication cable. Before you enter this menu and attempt to change the 

setups, connect a monitor to your computer. 

4.2.1 Communications Setup 
The Communications Setup command establishes Serial, TCP or UDP communication 

parameters to allow a computer to talk to the monitor. Open the Unit Menu and choose 

Communications. The Communications Setup dialog box appears. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.cutepdf.com/
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a. Serial Communications 

(1) Port 

Port refers to your computers serial port where you plugged in the communication cable with the 

USB adaptor. The serial port allows the monitor to communicate with your computer. Set the Port 

drop-down menu to match the number of the serial port. You have a choice between Ports 1 to 20. 

Identify the serial port on your computer and choose the same number in the Port box. See your 

computers manual for information on how to identify serial ports. Click on the Port dropïdown 

menu and select a com port. 

To test your selection, press the Test button. Blastware will indicate if your selection is correct ï if 

the communication link is not successful, systematically select the next Communications Port 

from the Port drop down menu, and use the Test function until you have made a successful 

connection to the monitor. Click on the Close button to save your setting and exit the 

Communications Setup dialog box. 

NOTE:  Micromate monitors will be recognized by Windows® and the Port will be briefly 

displayed when the unit is attached to the PC, and automatically input into the Port dialog. 

(2) Baud (Series II, III, Micromate or IV)  

The Baud Rate determines the communication speed and the amount of information (bps, or bits 

per second) that is transferred to and from the unit.  Ensure that the Baud Rate within Blastware 

and on the unit match, otherwise you will not be able to communicate between the two platforms. 

For Series III units, set the communications Baud Rate to 38400 bps, using the Blastmate III PC 

connecting cable.  This will provide you with the fastest communication speed with the Series III 

unit.  

For Series IV units, the communication speed may be set as high as 115,200 bps, using the Series 

IV communication cable. 

Click on the Baud Rate dropïdown menu and select a setting for the unit that is attached to the 

computer. 

(3) Retries 

Set the number of retries the computer will attempt when connecting to the monitor. Retries range 

from zero to ten. A typical setting is two. 

Click on the Retries dropïdown menu and select a setting. 

(4) Timeout Factor 

Set the amount of time that you want the modem to automatically stop communicating with the 

unit if it is idle, or has stalled while communicating with the unit. A typical setting is two. 

Click on the Timeout Factor dropïdown menu and select the time factor. 

(5) Modem Type 

Remote communications can occur if a modem is selected.  For direct communications between 

the computer and the monitor, set this to No Modem.  For Series IV, a modem script file must be 

loaded on the unit.  

Click on the Modem Type dropïdown menu and select No Modem. 

(6) Disconnect modem after being connect for X minutes (1-9999) 

Indicate how much time the modem will remain connected. 

(7) Close  

Leave the Communications Setup dialog box and return to the Main Menu. 
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(8) Test Communications 

This checks the communications between the computer and the monitor. After you have 

completed all connections and setups, press the Test button. The response ñCommunications OKò 

indicates proper communication between the computer and the monitor. 

(9) Dial 

For modem communications only.  See Chapter 7. 

(10) Hang Up 

For modem communications only.  See Chapter 7. 

(11) Initialize PC Modem 

For modem communications only.  See Chapter 7. 

(12) Initialize Remote Modem 

For modem communications only.  See Chapter 7. 

(13) Debug 

For modem communications only.  See Chapter 7. 

 

b. Series IV Communication Setup 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The Ethernet Communication Cable, Minimate Pro to PC (Part No. 720A4101) is the 

default cable supplied with the Minimate Pro.  A router or Ethernet card hardware is 

supplied by the customer.    

 

Ethernet communication feature includes downloading recorded events and uploading 

setup files to the unit at a much faster rate than serial or USB. And, with the optional 

Blastware Advanced Module, the ability to view Histogram data in real-time is 

available. 
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Below is a table describing the common terminology used for this communication 

protocol, followed by brief descriptions for each command within the Series IV 

Ethernet dialog.  Below the table and the descriptions, in Step 5, are detailed 

instructions on how to successfully communicate with the unit using the Automatic IP 

Address or Static IP Address communication protocols.  In some instances, you may 

require the assistance of your Network Administrator  to achieve successful 

communications with your unit.  Refer to the Minimate Pro Operator Manual  for 

additional information about setting up the Ethernet communications feature. 

 

LAN  ï Local Area Network A LAN is a communications system that links computers 

and/or devices (Printers, Monitors, Servers, etc.) within a 

confined geographic area, such as a home or office building. 

WAN ï Wide Area Network A WAN is a communications system that links computers 

and/or devices within a larger network, such as between 

cities or different building locations. 

TCP/IP ï Transmission Control 

Protocol/Internet Protocol 
TCP/IP is the backbone communication language of the 

internet or intranet.  This is the most reliable means of 

communication for the Series IV units. 

UDP/IP ï User Datagram 

Protocol/Internet Protocol 
UDP/IP is communication protocol that utilizes one-way 

data transmission in a network. Files or blocks of 

information are divided and transferred during a 

communication session. 

DNS ï Domain Name Server DNS hosts domain names and acts as the óphone bookô for the 

Internet by creating IP Addresses from domain names. DNS routes 

all queries for your domain to your server.  

IP Address ï Internet Protocol The IP Address is a unique address assigned for devices to 

communicate with one another over a computer network. 

DHCP (Dynamic Host 

Configuration Protocol) Server 

DHCP is a communications protocol that lets devices on a network 

advertise and negotiate operations (for example, link speed, data 

flow control). A DHCP server assigns temporary IP addresses to 

connected devices. 

Automatic IP (DHCP Client) The configuration for the unit when a DHCP server is being used. 

The Automatic IP Address configuration uses DHCP to acquire its 

network configuration settings.  

Static IP Address A set (non-dynamic) IP address.  A Static IP Address remains 

unchanged, even when rebooting your PC or Router.  Obtain your 

Static IP from your network administrator or local Internet Service 

Provider. 

Static IP Mask Static IP Masks are used to separate IP networks into subgroups. 

Obtain your Static IP Mask from your network administrator or 

local Internet Service Provider. 

Router A Router is a device that acts as a gateway, controlling messaging 

for communication and access to network resources, between a 

LAN and a WAN.  The router is supplied by the customer. 

(1) Ethernet/Modem Communications 

Select Ethernet/Modem Communications to activate the dialog area to edit and/or establish 

communications with the unit using the TCP/IP or UDP/IP communication protocols. 

(2) Automatic IP Address (Series IV Only) 

Select Automatic IP Address to use this communication mode.  See the table above for a 

description.  

(3) Static IP Address 

Select Static IP Address to use this communication mode.  See the table above for a description. 
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(4) Port 

Assign a port address if there are conflicts with other devices on the Ethernet network. 

(5) Disconnect 

Disconnect the unit from the Ethernet network. 

(6) Test Communications 

Select the Test button for either communication mode, Automatic IP Address or Static IP 

Address, to ensure that you have established a successful communication link with the unit. 

(7) Protocol 

Select UDP/IP if you are communicating with a modem that supports the UDP Protocol, 

otherwise select the TCP/IP Protocol.  TCP/IP is the recommended communications protocol.   

(8) Ethernet Setup 

For communicating with Series IV monitors, you can connect to the PC directly or connect to a 

switch, router, or hub. 

If you have purchased a router, follow the manufacturerôs installation instructions, and if required, 

contact your Network Administrator  for troubleshooting.  By direct or router connection using 

either the Automatic or Static IP protocol, Ethernet takes approximately one minute to negotiate 

an initial, successful communication. 

For Series IV, there are two ways of obtaining IP addresses to establish communications,  

a) Automatic (Auto) IP Address, and  

b) Static IP Address (refer to the terminology table above) for Series IV.   

NOTE:  When connecting directly to a PC, it is recommended that the Static IP Address option be 

used since the Automatic IP Address option requires a DHCP server. 

For the setup of communications using Automatic IP Address, follow these directions: 

i Set up the Automatic IP Address on the Minimate Pro 

NOTE:  When using the Automatic IP Address option with a switch, router, or hub, the 

network is required to have a DHCP server. If it does not, the Automatic IP Address 

option will not be successful. 

1. With the Minimate Pro connected to your computer, switch, router, or hub, start 

the Minimate Pro and click the Setup button. Press the Down Arrow  key until 

View/Edit Preferences is highlighted and press the Enter key. 

2. Press the Down Arrow  key until Ethernet is highlighted and press the Right 

Arrow  key. 

3. Set the following options: 

¶ Ethernet: On 

¶ Mode: Automatic 

4. Press the Enter key twice to exit. 

5. If the mode was changed from Static to Automatic, reboot the Minimate Pro. 

ii  Set up Blastware to Communicate with a Minimate Pro Configured to use 
an Automatic IP Address 

1. Start Blastware. 

2. With the Series IV check box in the bottom menu checked, click the Unit  menu, 

then click Communications. 

3. Check the Ethernet/Modem Communications check box. 

4. (Optional) If communicating with a modem that supports UDP/IP, check the 

UDP/IP check box. 

5. Check the Automatic IP Address check box. 
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6. Click the Test Communications button. 

¶ If you have a single unit, the results of the communication will be displayed in 

a dialog box. Click the OK  button. 

¶ If you have more than one unit, a list of units will be displayed. Click the 

name of the unit you will set up and click the Test button. Click Exit . 

7. Click the Close button. 

 

For the setup of communications using Static IP Address, please follow these directions: 

NOTE: When setting up Ethernet communications for a Minimate Pro directly connected to a PC 

using a static IP address, you must have administration rights on your computer. 

i Set up the Static IP Address on the Computer 

1. Obtain an IP address and subnet mask from your Internet service provider or 

Network administrator. 

2. On your computer, switch, router, or hub, set the IP address to the IP address you 

received from your Internet service provider or Network administrator. For 

information on how to set the IP address, see the documentation provided with 

your computer, switch, router, or hub. 

3. Set the subnet mask of your computer, switch, router, or hub to the subnet mask 

you received from your Internet service provider or Network administrator. For 

information on how to set the IP address, see the documentation provided with 

your computer, switch, router, or hub. 

ii  Set up the Static IP Address on the Minimate Pro 

1. With the Minimate Pro connected to your computer, switch, router, or hub, start 

the Minimate Pro and click the Setup button. Press the Down Arrow  key until 

View/Edit Preferences is highlighted, then press the Enter key. 

2. Press the Down Arrow  key until Ethernet is highlighted, then press the Right 

Arrow  key. 

3. Set the following options: 

¶ Ethernet: On 

¶ Mode: Static IP 

4. Set the Static IP Address to the IP address you received from your Internet 

service provider or Network administrator. 

5. Set the Static IP mask to match the subnet mask being used on the computer you 

want to connect to. 

6. Press Enter twice to exit. 

iii   Set up Blastware to Communicate with a Minimate Pro Configured to use a 
Static IP Address 

1. Start Blastware. 

2. With the Series IV check box in the bottom menu checked, click the Unit  menu, 

then click Communications. 

3. Check the Ethernet/Modem Communications check box. 

4. (Optional) If communicating with a modem that supports UDP/IP, check the 

UDP/IP check box. 

5. Check the Static IP Address check box and enter the IP address you set for the 

Minimate Pro. 

6. In the Port box, enter 9034. 

7. Click the Test Communications button. 
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¶ If you have a single unit, the results of the communication will be displayed in 

a dialog box. Click the OK  button. 

¶ If you have more than one unit, a list of units will be displayed. Click the 

name of the unit you will set up and click the Test button. Click Exit . 

8. Click the Close button. 

 

4.2.2 Compliance Setup ï Series II, Series III and Micromate 
NOTE: The Series IV Compliance Setup is covered in the next section.  

This section of the manual reviews the Compliance Setup for Series II, Series III and 

Micromate units.  To display the Compliance Setup preferences window select the Unit  Type and 

then the Unit Menu , Setup, and then Compliance Setup.  The associated Compliance Setup 

dialog which appears has several tabbed dialogs; Recording Setup, Notes, Special Setups, Printer 

Setup (Series III monitors only), and Setup Files.  In the lower, right hand corner of this window, 

there is a message that either states ñPC is not attached to a unit.ò or a comparison of the operating 

system version.  Example:  ñOperating system version 4.33 on unit, 8.0 on disk.ò  For the best 

results while using the Compliance Setup window, ensure that the two versions match.  To update 

the unit operating system, refer to the Reload Operating System section in this manual. 

After making changes within any given tabbed Setup dialog, you have the choice to either reject 

the changes by clicking on Cancel, which exits the Compliance Setup, or accept any changes by 

clicking on Send to Unit, which will update the settings on the attached unit. 

The dialog will initially contain the settings of the attached unit. 

a. Micromate Recording Setup 

Note: The Recording Setup for Series II and III is covered in the next step. 
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(1) Recording Mode 

The record mode sets how the monitor records Events. To choose a recording mode, click on the 

Recording Mode drop-down menu and select one of the following recording modes: 

i Waveform 

Use Waveform Record Mode to record multiple Events automatically with no dead time between 

Events. The monitor records an Event, displays the results, and continues to monitor, ready to 

record following Events. The monitor records all Events whose activity exceeds the preset trigger 

level. 

ii   Waveform Manual 

Use Waveform Manual Record Mode if automatic triggering is unreliable, due to excessive wind 

or nearby vehicle activity, or to record the background noise level in the vicinity of a site. 

Recording can be initiated from the Unit Monitor Status dialog. 

iii   Histogram Record Mode (Strip Chart)  

Use the Histogram Record Mode for long-term recording periods such as monitoring of pile 

driving operations. 

In Histogram Record Mode, the monitor stores summary information in intervals. The monitor 

continues to sample data continuously at the chosen sample rate but only stores the relevant peaks 

for the interval. This reduces the data recorded and greatly increases the monitors storage capacity. 

For each interval, the monitor calculates the maximum peaks, the frequency of the largest peak, 

and the peak vector sum. For each channel, the maximum peak and its frequency are calculated. 

Also the largest peak vector sum is calculated over the entire Event. Histogram Record Mode 

displays the peak of each interval in a bar chart, while tabular format represents the peaks as 

numbers.  

iv  Histogram Combo Mode 

The Histogram Combo Mode creates a waveform recording during a Histogram recording if the 

signal exceeds the waveform trigger level. The waveform Event is saved as a separate file while 
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the Histogram Event file remains continuous, only limited by the amount of available memory.  

The auxiliary trigger is automatically disabled during Histogram Combo Mode.   

The maximum sample rates in this mode are 1024, 2048, and 4096. 

(2) Record Stop Mode 

The Record Stop Mode sets how the monitor stops recording after being triggered. Select a Record 

Stop Mode if you are using Waveform or Histogram Combo Record Modes. You can choose 

between a Fixed Record Time setting or an Auto Record setting. Fixed Record Time sets the 

record time to a specified length. Once the record time has elapsed, the monitor stops recording. In 

Auto Record, unlike the Fixed Record Time, the monitor continues to record Event activity as 

long as that activity remains above the trigger level (sufficient memory and battery power must be 

available). Recording stops a specified period of time after the Event activity falls below the 

trigger level. Use the Auto Record mode if you are unsure of the actual Event duration. 

To Select a Record Stop Mode, position the mouse pointer on the Record Stop Mode dropïdown 

menu and click the mouse button. Choose Fixed Record Time or Auto Record. 

(3) Sample Rate 

The monitor has three sample rates; standard (1024 samples per second), fast (2048 samples per 

second), and faster (4096 samples per second on channels 1 to 4 only). The choice of a sample rate 

depends on the type of monitoring you are conducting. Increasing the sample rate increases the 

accuracy of the waveform recording. For this reason, set the sample rate according to the location 

of the standard transducer or the Micromate. For close-in or near field monitoring, set the sample 

rate to 4096 samples per second. For far-field monitoring, set the sample rate to 1024 samples per 

second. Increasing the sample rate also increases the amount of memory required to store Events 

and reduces the number of Events that can be stored on the monitor. It also reduces the battery life. 

To choose a recording rate, click on the Sample Rate dropïdown menu. Click the mouse pointer 

on the required sample rate.  The maximum sample rates in this mode are 1024, 2048, and 4096. 

(4) Record Time  

This setting changes between record times depending on the Record Stop Mode chosen above. If 

you chose Fixed Record Time, enter a time in seconds in the Record Time box. 

(5) Histogram Interval 

Set the Histogram Interval if Histogram or Histogram Combo Record Mode was chosen. The 

Histogram Interval is the period of time the monitor records Event information before applying the 

data analysis techniques. For each interval, the monitor calculates the maximum positive or 

negative peaks, the frequency of the largest peak, and one peak vector sum. For each channel the 

maximum peak and its frequency are displayed in the summary data. The maximum peak vector 

sum is calculated over the entire Event is also displayed. Select the drop-down list to set the 

desired Histogram Interval time. 

(6) Enable Standard Geophone 

The Geophone channels record ground vibrations. In this section of the dialog box, you enable the 

geophone channels by selecting the Enable Standard Geophone option.   

i Enable Trigger 

Click on the Enable Trigger checkbox to use the geophone channels as a Trigger Source. For 

example, when selecting the geophone as a trigger source, Event recording begins on all these 

channels when Event activity exceeds the Trigger Level of the geophone. Refer to Trigger Level, 

below. 

ii    Trigger Level 

The Trigger Level sets a threshold that must be exceeded by an Events activity before the monitor 

begins recording. Use your judgment when setting a Trigger Level. You must set the level high 

enough so the unit does not trigger on unwanted Events such as nearby vehicle traffic. At the same 



__________________________________________________ Blastware Compliance Module  
  

 

 

 Blastware Operator Manual 4ï21 

time, you have to set the trigger level low enough so that an Events activity exceeds the trigger 

level and starts the unit recording. 

To set a trigger level, click on the Trigger Level box. Enter the new level. 

Note:  In certain situations, the actual trigger level may be lower than the trigger level that you 

entered. This is because the monitor converts the analog signal it receives from the 

geophone into digital data, which consists of a series of discrete values. If the trigger level 

that you entered does not match one of these values, Blastware automatically sets the 

trigger level to the nearest lower value.  

The available Trigger Level range is 0.127 ï 254.0 mm/s. 

(7) Enable ISEE Microphone 

The microphone channel records air over pressure. In this section of the Micromate Recording 

Setup dialog, you enable the Microphone ISEE Channel, select the channel as a Trigger Source, 

and set a Trigger Level. 

i Enable Trigger 

Click on the Enable Trigger checkbox to use the microphone channel as a Trigger Source. For 

example, when selecting the microphone as a Trigger Source, Event recording begins on all 

enabled channels when Event activity exceeds the Trigger Level of the microphone. Refer to 

Trigger Level, below. 

ii  Trigger Level 

Set a Trigger Level for the microphone.  To set a Trigger Level, click on the Trigger Level text 

box. Enter the new level.  

 Note: In certain situations, the actual trigger level may be lower than the trigger level that 

you entered. This is because the monitor converts the analog signal it receives from the 

microphone into digital data, which consists of a series of discrete values. If the trigger 

level that you entered does not match one of these values, Blastware automatically sets the 

trigger level to the nearest lower value. 

The available Trigger Level range is 100 ï 148 dB(L). 

(8) Enable Sound Level Microphone 

The optional Sound Level Microphone (Part No. 720A5101) records acoustic noise. In this section 

of the Micromate Recording Setup dialog, you enable the Sound Level Microphone Channel, 

select the channel as a Trigger Source, set a Trigger Level, choose A- or C-weighting, choose fast 

or slow response time, and set statistical noise levels. 

i Enable Trigger 

Click on the Enable Trigger checkbox to use the microphone channel as a Trigger 

Source. For example, when selecting the microphone as a trigger source, Event recording 

begins on all enabled channels when Event activity exceeds the Trigger Level of the 

microphone. Refer to Trigger Level, below. 

ii  Trigger Level 

Set a Trigger Level for the microphone. To set a Trigger Level, click on the Trigger 

Level text box. Enter the new level. 

Note: In certain situations, the actual trigger level may be lower than the trigger 

level that you entered. This is because the monitor converts the analog signal it 

receives from the microphone into digital data, which consists of a series of 

discrete values. If the trigger level that you entered does not match one of these 

values, Blastware automatically sets the trigger level to the nearest lower value. 

The available Trigger Level range is 33 ï 140 dB. 
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iii   A-Weighting 

Set the frequency weighting filter. A-weighting mimics the frequency sensitivity of the 

ear at low levels, filtering out most of the low-frequency noise. A-weighted 

measurements are expressed as dBA. 

iv  C-Weighting 

Set the frequency weighting filter. C-weighting mimics the frequency sensitivity of the 

ear at high levels, including more of the low-frequency range of noise than A-weighting. 

C-weighted measurements are expressed as dBC. 

v Fast 

Set the response time weighting to 125mS. 

vi  Slow 

Set the response time weighting to 1 second. 

vii  L(N1) 

Set a statistical noise level, expressed as a percentage. L(N1) must be between 1-98 and 

must be less than L(N2).  

viii  L(N2) 

Set a statistical noise level, expressed as a percentage. L(N2) must be between 2-99, and 

must also be greater than L(N1).  

   

b. Series II and III Recording Setup 

Note:  The Recording Setup for Micromate is covered in the previous step. 

The record mode sets how the monitor records Events. To choose a recording mode, click on the 

Recording Mode drop-down menu and select a record mode. Choose one of the following 

recording modes. 

i Single Shot Record Mode 

Use single shot record mode to record one Event automatically. The monitor records the Event, 

displays the results, and stops. No further recording occurs. Recording begins automatically when 

an Events vibration or overpressure channel exceeds the preset trigger level. 
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ii  Continuous Record Mode  

Use continuous record mode to record multiple Events automatically with no dead time between 

Events. The monitor records an Event, displays the results, and continues to monitor, ready to 

record following Events. The monitor records all Events whose activity exceeds the preset trigger 

level. 

iii  Manual Record Mode 

Use manual record mode if automatic triggering is unreliable, due to excessive wind or nearby 

vehicle activity, or to record the background noise level in the vicinity of a site. Recording can be 

initiated from the Unit Monitor Status dialog. 

iv Histogram (Strip chart) Record Mode (Blastmate II and Series III only) 

Use the histogram record mode for long-term recording periods such as monitoring of pile driving 

operations. Histogram record mode operates with both four and eight channel monitors. Four 

channel histogram Events can be printed on the Blastmate III printer, eight channel Events cannot. 

Print eight channel Events using the Blastware software program. 

In histogram mode, the monitor stores summary information in intervals. The monitor continues to 

sample data continuously at the chosen sample rate but only stores the relevant peaks for the 

interval. This reduces the data recorded and greatly increases the monitors storage capacity. For 

each interval, the monitor calculates the maximum peaks, the frequency of the largest peak, and 

the peak vector sum. For each channel, the maximum peak and its frequency are calculated. Also 

the largest peak vector sum is calculated over the entire Event. Events may be printed in histogram 

or tabular mode using the Blastmate III. Histogram mode displays the peak of each interval in a 

bar chart, while tabular format represents the peaks as numbers.  
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v Histogram Combo Mode (Series III only) 

This mode creates a waveform during Histogram recording if the signal exceeds the waveform 

trigger level. The waveform Event is saved as a separate file while the Histogram Event file 

remains continuous. A maximum of 13, 1-second waveform Events can be recorded.  The 

auxiliary trigger and printing are automatically disabled during histogram combo mode.   

The maximum sample rates in this mode are as follows: 

a. 4 channels or less: 2048 samples per second 

b. more than 4 channels: 1024 samples per second 

(2) Record Stop Mode 

The Recording Stop Mode sets how the monitor stops recording after being triggered. Choose a 

record stop mode if you are using the single shot or continuous record modes. You can choose 

between a Fixed Record Time setting or an Auto Record setting. Fixed Record Time sets the 

record time to a specified length. Once the record time has elapsed, the monitor stops recording. In 

Auto Record, unlike the Fixed Record Time, the monitor continues to record Event activity as 

long as that activity remains above the trigger level (sufficient memory and battery power must be 

available). Recording stops a specified period of time after the Event activity falls below the 

trigger level. The specified period of time, called the Auto Window , can be adjusted. Use the 

Auto Record mode if you are unsure of the actual Event duration. 

To choose a Recording Stop Mode, position the mouse pointer on the Recording Stop Mode 

dropïdown menu and click the mouse button. Choose Fixed Record Time or Auto Record. 

(3) Sample Rate 

The monitor has three sample rates; standard (1024 samples per second), fast (2048 samples per 

second), and faster (4096 samples per second on channels 1 to 4 only). The choice of a sample rate 

depends on the type of monitoring you are conducting. Increasing the sample rate increases the 

accuracy of the waveform recording. For this reason, set the sample rate according to the location 

of the standard transducer or the Minimate Plus. For close-in or near field monitoring, set the 

sample rate to 4096 samples per second. For far-field monitoring, set the sample rate to 1024 

samples per second. Increasing the sample rate also increases the amount of memory required to 

store Events and reduces the number of Events that can be stored on the monitor. It also reduces 

the battery life. 

To choose a recording rate, click on the Sample Rate dropïdown menu. Click the mouse pointer 

on the required sample rate. 

(4) Record Time/Auto Window 

This setting changes between record time and auto window depending on the record stop mode 

chosen above. If you chose Fixed Record Time, enter a time in seconds in the Record Time box. 

If you chose Auto, enter a value for the Auto Window ranging from one to nine seconds. 

(5) Histogram Interval 

Set the Histogram Interval if histogram or histogram combo record mode was chosen. The 

histogram interval is the period of time the monitor records Event information before applying the 

data analysis techniques. For each interval, the monitor calculates the maximum negative peaks, 

the frequency of the largest peak, and up to two peak vector sums (one for 4 channel monitors, two 

for 8 channel monitors). For each channel the maximum peak and its frequency are calculated. 

The peak vector sum is calculated over the entire Event. See the Blastmate III or the Minimate 

Plus manual for approximate histogram recording times. 

(6) Storage Mode 

The storage mode setting allows you to set the amount of data stored with each Event. In the Full 

Data setting, the monitor stores all Event data.  When Save Summary Only is selected, only the 

peaks are stored in the Event ï the individual sample rates are not stored. 
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To select a storage mode, click on the Storage Mode dropïdown menu. Click the mouse pointer 

on either Save All Data  or Save Summary Only. 

(7) Geophone Type 

Select the type of geophone that you are using. 

(8) Geophone Channels 

The Geophone channels record ground vibrations. In this section of the dialog box, you enable the 

Geophone channels, select the channels as a trigger source, set a trigger level and choose a range. 

i Enable all geophones 

Click on this checkbox to turn the Geophone channels on when monitoring. Click on the box again 

to clear the checkmark to turn the channels off and not record ground vibrations. Note that the 

other checkboxes in the section fade indicating they cannot be selected. On eight channel 

monitors, enabling all Geophones turns on all the Geophone channels, one to three and five to 

seven. 

ii  Trigger Source 

Click on this checkbox to use the Geophone channels as a trigger source. The Trigger Level box 

brightens indicating it can be set. For eight channel monitors, choosing a trigger source applies to 

both sensor groups. For example, choosing Geo as a trigger source designates both Geophone 

transducers as trigger sources. Triggering occurs and Event recording begins on all channels when 

Event activity exceeds the trigger level of either Geophone transducer. 

iii    Trigger Level 

The trigger level sets a threshold that must be exceeded by an Events activity before the monitor 

begins recording. Use your judgment when setting a trigger level. You must set the level high 

enough so the unit does not trigger on unwanted Events such as nearby vehicle traffic. At the same 

time, you have to set the trigger level low enough so that an Events activity exceeds the trigger 

level and starts the unit recording. 

On eight channel monitors, set the trigger levels for the first standard transducer in the first text 

box  then set the trigger level for the second standard transducer in the second text box. 

To set a trigger level, double click on the Trigger Level box. Enter the new level. 

Note:  In certain situations, the actual trigger level may be lower than the trigger level that you 

entered. This is because the monitor converts the analog signal it receives from the 

Geophone into digital data, which consists of a series of discrete values. If the trigger level 

that you entered does not match one of  these values, Blastware automatically sets the 

trigger level to the nearest lower value.  

iv   Maximum Range 

The Maximum Range specifies the measurement limits of the standard transducers Geophones. 

Two ranges are available; Normal 10.0 in/s (254 mm/s) and Sensitive 1.25 in/s (31.7 mm/s). 

Choosing a geo range depends on the proximity of the transducer to the Event and the expected 

particle velocities. On eight channel monitors, set the maximum range for the first standard 

transducer in the first text box. Set the maximum range for the second standard transducer in the 

second text box. 

To choose a maximum range, click on the Maximum Range dropïdown menu. Choose a range. 

(9) Microphone Channel 

The microphone channel records air over pressure. In this section of the Recording Setup dialog 

box, you enable the microphone channel, select the channel as a trigger source, and set a trigger 

level. 

i Enable all microphones 

Click on this checkbox to turn the microphone channel on when monitoring. Click on the box 

again to clear the checkmark to turn the channel off and not record sound pressure during 
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monitoring. Note the other checkboxes in the section fade indicating they cannot be selected. On 

eight channel monitors, enabling all microphones turns on the microphone channels four and 

eight. 

ii  Trigger Source 

Click on this checkbox to use the microphone channel as a trigger source. The Trigger Level 

checkbox brightens indicating it can be set. 

Note:  You can set both the Geophone and Microphone Channels as trigger sources. An Events 

activity has to exceed only one of the trigger levels to start recording Event activity on all 

channels. 

iii    Trigger Level 

Set a trigger level for the microphone. On eight channel monitors, set the trigger level for the first 

microphone in the first text box then set the trigger level for the second microphone in the second 

text box. 

To set a trigger level, click on the Trigger Level text box. Enter the new level. 

 Note: In certain situations, the actual trigger level may be lower than the trigger level that 

you entered. This is because the monitor coverts the analog signal it receives from the 

microphone into digital data, which consists of a series of discrete values. If the trigger 

level that you entered does not match one of these values, Blastware automatically sets the 

trigger level to the nearest lower value. 

c. Edit Compliance Setup óMoreô for Series II, III and IV 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Note: Edit Compliance Setup óMoreô for Micromate is covered in the next step. 

i Geophone Alarm Level  

The alarm level controls the triggering of an optional Remote Alarm Controller, Part No. 

721A0902 for Series III and Series IV). 

  

The remote alarm can sound two alarms: warning and alarm. The warning alarm sounds when 

Event activity exceeds the Trigger Level for the Geophone. The alarm level can be set to a 

different level that is higher than the trigger level of the Geophone. This allows for the triggering 

of a second alarm at the higher level.  

 

For example, in pile driving operations the remote alarm triggers a warning when activity exceeds 

the trigger level for the Geophone, notifying the operator that the pile driving activity has 
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exceeded that set level. The second alarm triggers when activity exceeds the alarm level, set to a 

higher level, notifying the operator to re-evaluate the piling operation. 

To set an alarm level, double click on the Alarm Level  box. Enter the new level that is within the 

stated range (Range: 0.508 ï 254 mm/s). 

ii  Microphone Alarm Level 

For a description of the optional remote alarm, see the Geophone channel in the previous section.  

To set an alarm level, click on the Microphone Alarm Level  box. Enter the new level that is 

within the stated range (Range: 100.0 ï 148 dB(L)). 

iii    Microphone Type (Chan 4 or Chan 8) 

Select the microphone type being used; either Linear ñLò or ñAò Weight. Click on the Type drop-

down menu and select the Linear or ñAò Weight. On eight channel monitors, set the microphone 
type for the second microphone in the second text box.  

iv  Enable Auxiliary Trigger  

This command turns on the Auxiliary Trigger feature and allows the monitor to be triggered by an 

external trigger. Instantel offers a variety of external triggers including the DSï20 Wire Break 

Trigger package (Part Number 677A9601). 

To enable the Auxiliary Trigger , click on the checkbox to display checkmark. 

v Channels 

Select the number of Channels you would like to record data on by clicking on their associated 

radio button. 

vi   Channel Names 

The channel names can be changed. These names appear throughout the software including in 

printed Event reports. The default names describe the compliance sensors connected to the 

monitor. The new names can be alphanumeric up to five characters in length. To change the 

Channel Names, double click on the existing name and enter the new name. 

(2) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the previous Recording Setup dialog without accepting the 

changes. 

ii  OK 

Approve the changes in this dialog box. 
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d. Edit Compliance Setup óMoreô for Micromate 

Note: Edit Compliance Setup óMoreô for Series II and III  is covered in previous step. 

(1) The More dialog within the Micromate Recording Setup dialog allows you to configure the 

optional Auxiliary I/O for an optional external trigger or the optional Remote Alarm (Part No. 

721A0901).  Refer to the associated product specification sheet (Part No. 714U0901) that was 

shipped with the Remote Alarm for more information.  The Remote Alarm must be attached to the 

optional Auxiliary Port (Part No. 721A0101) on the Micromate.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

i Geophone Alarm Level  

The alarm level controls the triggering of an optional Remote Alarm Controller, Part No. 

721A0901 for Micromate.  

The remote alarm can sound two alarms: Warning and Alarm. The Warning Alarm sounds when 

Event activity exceeds the Geophone Alarm Level. The alarm level can be set to a different level 

that is higher than the trigger level of the Geophone. This allows for the triggering of a second 

alarm at the higher level.  

For example, in pile driving operations the remote alarm triggers a warning when activity exceeds 

the trigger level for the Geophone, notifying the operator that the pile driving activity has 

exceeded that set level. The second alarm triggers when activity exceeds the alarm level, set to a 

higher level, notifying the operator to re-evaluate the piling operation. 

To set an alarm level, double click on the Geophone Alarm Level  box. Enter the new level that is 

within the stated range (Range: 12.570  ï 254.000 mm/s). 

ii  Microphone Alarm Level 

For a description of the optional remote alarm, see the Geophone channel in the previous section.  

To set an alarm level, click on the Microphone Alarm Level  box. Enter the new level that is 

within the stated range (Range: 130 ï 148 dB(L). 

iii   Auxiliary I/O 

This command turns on the optional Auxiliary I/O  feature, factory installed at the time of 

purchase, and allows the monitor to be triggered by an External Trigger or a Remote Alarm.  If 

you do not want to use this feature, set Auxiliary I/O  to Off .  To enable the Auxiliary I/O , click 

on the radio button next to the accessory that you will be using, External Trigger , such as a wire 

make/break, or Remote Alarm. 
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When the Remote Alarm option is selected, the Warning Hold Time, Alarm Hold Time , and 

Alarm On  drop down boxes become available.  The Alarm On option allows you to select which 

sensor setup and activity that you would like to initiate a Remote Alarm. 

iv  Warning Hold Time 

Set the duration of time for the warning.  The default setting is Manual Clear, which requires 

pressing the Enter (Checkmark) key at the unit.  Additional settings include 2, 5, 15, 30, 60, 180 

and 300 seconds. 

v   Alarm Hold Time 

Set the duration of the alarm.  The default setting is Manual Clear, which requires pressing the 

Enter (Checkmark) key at the unit.  Additional settings include 2, 5, 15, 30, 60, 180 and 300 

seconds. 

i  Pre Trigger 

The Pre Trigger feature captures up to one second of buffered event data that was recorded prior 

to the set Trigger Level, and includes it in the final recorded Event Data.  Set a Pre Trigger 

range from 0.25 Sec to 1.00 Sec.   

(2) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the previous Recording Setup dialog without accepting the 

changes. 

ii  OK 

Approve the changes in this dialog box. 

e. Notes 

To display the Notes dialog box, open the Unit, Setup, Compliance Setup menu and select the 

Notes tab. The Edit Notes dialog box appears. 

The Notes dialog box lets you enter notes about an Event. These notes are then saved with the 

Event when it is recorded. The notes become part of the permanent record and cannot be changed 

after an Event has been recorded. The notes are very flexible, offering you the ability to change 

their titles and content.  
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To enter notes, click on a space and delete the existing note by pressing and holding the 

Backspace key. Enter the new notes for each User Notes field box. 

(1) Enable User Notes 

When you enable user notes, the information contained in the User Notes dialog box is recorded 

with every Event. If you do not require this information, disable user notes by clicking on the 

Enable User Notes checkbox to clear the checkmark. 

(2) User Notes 

Enter the notes you wish to include with the recorded Events. You can include user note headings 

like the ones in the figure above. You can use these headings or delete them and enter your own. 

You can also delete them entirely and use no headings. Headings can range up to 20 characters in 

length. In the right hand column, enter your user notes. User notes can range up to a maximum of 

64 characters in length. 

(3) Extended Notes 

Use this area to enter additional notes as required up to a maximum of 640 characters. 

(4) Enable Extended Notes 

When you enable extended notes, the information contained in the Extended Notes dialog box is 

recorded with every Event. If you do not require this information, disable extended notes by 

clicking on the Enable Extended Notes checkbox to clear the checkmark. 

(5) Extended Notes Title 

Enter a name for the extended notes section up to 20 characters in length. 

(6) Enable Job Number 

You may include a job number to identify a series of recorded Events. This helps you keep track 

of Events in the monitor and on your computer. To enable the Job Number, click the mouse 

pointer on the Enable Job Number checkbox to enter a checkmark. 
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(7) Job Number 

Enter a job number. Job numbers range from 1 to 9999. Double click on the Job Number box and 

enter a new job number. 

(8) Enable Scaled Distance 

Check this box to enable the recording of scaled distance information with each Event. Enter the 

Distance from blast and the Charge Weight. Blastware automatically calculates and displays the 

Scaled Distance value. The value appears both within this dialog box and on Event Summary 

Reports. 

(9) Distance from blast 

Enter the distance from the monitor to the blast in feet or meters. 

(10) Charge Weight 

Enter the charge weight of the blast in pounds or kilograms. 

(11) Scaled Distance 

The Scaled Distance result appears within this dialog box and on Event Summary Reports. 

(12) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the Blastware Main Menu. 

ii  Send To Unit 

Transfer your settings to the monitor. 

f. Special Setups (Micromate) 

Refer to Special Setups within the Compliance Setup for Series IV, Section 4.2.3. 

g. Special Setups (Series II and III) 

To display the Special Setups dialog box, open the Unit, Setup, Compliance Setup menu and 

select the Special Setups tab. 

The Special Setup dialog box includes setting the timer, self check mode and time, when Sensor 

Check operates, measurement units, microphone units, time format, Backlight on Time, Power 

Saving Timeout, and the Monitoring LCD Cycle. After you have entered your settings in each 

dialog box, choose Send to transfer your settings to the monitor. 
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(1) Unit Timer 

The timer function sets the monitor to automatically turn on and start monitoring operations at a 

preset time in the future. The timer can be set for a one time monitoring session or it can be set to 

record at the same time every day. Using the timer extends the monitors battery life by turning on 

and monitoring only the time periods when Events occur and not the time periods between Events. 

Note: When using a monitor in the Timer Mode, the monitor stops recording even if Event 

activity is present and exceeds the trigger levels. The monitor waits until after the present 

Event is recorded. If recording in the Histogram Record Mode, the monitor stops recording 

immediately and discards the last histogram interval if incomplete. 

(2) Timer Mode 

The timer can be set for a one time operation or repeated operations at the same time each day.  

i Off 

Choose this setting if you do not require the unit timer. 

ii  Monitor Once Only 

Choose this setting if you want the monitor to turn on monitor for a set period of time, then 

turn off. Open the Timer Mode drop-down menu and choose Monitor Once. 

¶ Start Date 
Enter the calendar date when you want the monitor to turn on. 

¶ Start Time 
Enter the time of day when you want the monitor to turn on and start monitoring.  

¶ Stop Date 
Enter the calendar date to turn the monitor off. 

¶ Stop Time 
Enter the time of day to turn the monitor off and stop monitoring.  
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After you have configured the timer, click on Send to send the settings to the monitor. Next, 

you must enter the monitor into the Monitor Mode. To do this, choose Start Monitor  from 

the Monitor  command located under the Unit Menu. 

iii   Monitor Every Day 

Choose this setting if you want the monitor to turn on and record at the same time every day 

beginning immediately. Open the Timer Mode dropïdown menu and choose Monitor Every 

Day. Note the Start Date and Stop Date items dim indicating they do not require setting in this 

timer mode. 

¶ Start Time 
Enter the time of day when you want the monitor to turn on and start monitoring.  

¶ Stop Time 
Enter the time of day to turn the monitor off and stop monitoring.  

After you have configured the timer, click on Send to send the settings to the monitor. Next, 

you must enter the monitor into the Monitor Mode. To do this, choose Start Monitor  from 

the Monitor  command located under the Unit Menu. 

(3) Self Check Mode 

Use the Self Check Mode for remote monitoring where you require a record indicating the monitor 

was operating properly over a period of time. The self check mode only occurs when the monitor 

is in the monitor mode. The monitor temporarily exits the monitor mode, at the same time each 

day specified by you, performs the check, and returns to monitor mode. The results appear in a 

monitor log entry. 

To set the self check mode, move the mouse pointer to the Self Check Mode dropïdown menu 

and click. Choose On to turn the self check mode on. Choose Off  if you do not require self check 

to operate. 

(4) Time 

Enter a time for the Self Check Mode to run. Click on the Time boxes and enter a time.  

(5) Sensor Check 

This setting chooses when to automatically run Sensor Check to test your monitor and its sensors. 

You can choose to run Sensor Check after recording each Event or only once before a monitoring 

session starts. You can also choose to disable Sensor Check. If you choose After Each Event, 

Sensor Check runs after recording each Event. Results are saved with each Event and appear on 

the monitor display. If you choose Before Monitoring , Sensor Check runs once before monitoring 

starts, immediately after you enter the monitor mode. The results of this single Sensor Check 

appear with each Event recorded during the monitoring session. This setting provides a zero 

recycle time and ensures you cannot miss an Event when using the continuous record mode (the 

Automatically Print Event After Recording function in the Printer Setup dialog box must also be 

turned off). 

To select a Sensor Check position, click on the Sensor Check drop-down menu. Click on After 

each Event or Before monitoring. Select Disabled if you do not wish to use Sensor Check. 

(6) Measurement Units  

The Blastmate III and Minimate Plus use either Metric  or Imperial  measurement units. 

To choose the measurement units, position the mouse pointer on the Measurement Units dropï

down menu and click. Click on either Metric  or Imperial . 

(7) Time Format 

This sets the time format for the monitors clock. You can choose between the 24 hour and the 12 

hour AM/PM time formats. 

To choose a time format, click on either button. 
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(8) Backlight on Time 

This command sets the length of time the backlight remains on by setting an adjustable timer from 

0 to 255 seconds. To disable the backlight and not have it turn on, set the timer delay to 0. This 

conserves battery power. 

To set the Backlight on Time, click on the Backlight on Time box and enter a new time. 

(9) Power Saving Timeout 

The Power Saving Timeout is a timer that automatically turns the monitor off when it has 

remained in the ready to monitor mode while detecting no key presses for a specified period of 

time. This conserves battery power. The monitor will also turn off while connected to a computer 

but automatically turns on again when the computer communicates with the monitor. 

To set the Power Saving Timeout, click on the Power Saving Timeout box and enter a new time. 

(10) Monitoring LCD Cycle 

The Monitoring LCD Cycle is a timer that automatically starts a power saving mode. While in this 

mode, the monitor minimizes power consumption while continuing its monitoring operations. The 

monitor turns the display off for the time period set in this command, turns on the display 

momentarily, then cycles the display off again. To turn this feature off, set the time to zero. To 

reactivate the monitor and see the display, press the On/Off key. 

To set the Monitoring LCD Cycle, click on the Monitoring LCD Cycle  box and enter a new time. 

(11) Set Unit Time with Setup 

To synchronize the Unit clock with the personal computer clock, place a checkmark in the box 

prior to selecting Send to Unit.  Disable Set Unit Time with Setup by clicking on the checkbox 

to clear the checkmark. 

(12) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the Blastware Main Menu.  

ii  Send To Unit 

Transfer your settings to the monitor. 

h. Printer Setup (Blastmate III Only) 

To display the Printer Setup dialog box, open the Unit, Setup, Compliance Setup menu and 

select the Printer Setup tab. 

The Printer Setup dialog box configures the Event Summary Report printed by the Blastmate III 

printer. Settings include when the report is printed, how many copies will be printed, and the 

reports contents. After you have entered your settings in each dialog box, choose Send To Unit to 

transfer your settings to the monitor. 
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(1) Automatically Print Event After Recording 

Choose this to print the Event Summary Report immediately after recording an Event. To turn this 

on, position the mouse pointer on the checkbox and click the mouse button to display a 

checkmark. 

(2) Copies 

Multiple copies of the Event Summary Report can be printed automatically. The number of copies 

ranges from one to ten. Click on the Copies text box and enter a new number. 

(3) Print Recording Setup 

This prints the recording setup used by the monitor to record the Event. The setup information 

specifies the trigger source, trigger level, record time, sampling rate, and notes. Position the mouse 

pointer on the Print Recording Setup checkbox and click to display a checkmark.  

(4) Print Waveform  

This prints a graphical waveform representing the Events activity recorded by each channel. To 

include this, click on the Print Waveform  checkbox. 

(5) Print Compliance Report  

Use this command to print the Compliance Report, also known as a National Frequency Standard, 

on each Event Summary Report. To include the compliance report, click on the Print Compliance 

Report checkbox to display a checkmark. 

(6) Sensor Check 

This prints a graphical representation of the Sensor Check results for each Geophone and the 

microphone channel. The Pass/Fail status of the Sensor Check always appears on the Event 

Report, but the numerical results are only included when the graph is present. You can choose to 

include the Sensor Check graph in the Event Summary Report or not. Click on the checkbox to 

display a checkmark and include the Sensor Check graph. 
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(7) Histogram Printout 

The setting configures how the Blastmate III printer prints histogram Events. Choose 

Graphics to print a histogram for each recorded interval. Choose Tabular Data to print 

numerical results of the data analysis for each interval. If you do not require printing of 

histogram record mode results, choose None. 

(8) Command Buttons 

To choose one of the command buttons, click the mouse pointer on the button. 

i Cancel 

Exit the Printer Setup dialog box and return to the Blastware Main Menu. You are 

prompted to send your changes to the unit. 

ii  Send To Unit 

Transfer your settings to the monitor. 

i. Setup Files 

To display the Library Files dialog box, open the Unit, Setup, Compliance Setup menu and 

select the Setup Files tab. 

The Setup Files dialog box allows you to load and save settings from your PC or the unit, 

and to specify any changes you have made to be the default settings.  These files have a .set 

file extension. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(1) Read Setup 

i From Disk 

Load a saved setup file from your PC.  Locate previously saved setup files and load them to 

affect the unit currently connected to your PC by clicking on Send to Unit. 

ii  From Unit 

Load the setup library files that are currently being used on the unit connected to your PC. 
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iii  Default 

Select Default to load the previously saved file. 

(2) Save Setup 

i To Disk 

Save your current setup settings to a file.  Click on To Disk, and save the file into the default 

ñDbaseò directory. 

 

ii  As Default 

Use your current settings as the default every time you connect a unit and click on Default. 

(3) Button Commands 

To choose one of the command buttons, click the mouse pointer on the button. 

i Cancel 

Exit the Printer Setup dialog box and return to the Blastware Main Menu. 

ii  Send To Unit 

Transfer your settings to the monitor. 

4.2.3 Compliance Setup ï Series IV 
This section of the manual reviews the Compliance Setup for Series IV units; the Series II and 

III  Compliance Setup is reviewed in the previous section.  To display the Compliance Setup 

preferences window select the Unit  menu item and choose Setup, then Compliance Setup.  The 

Compliance Setup dialog which appears has several tabbed dialogs; Recording Setup, Notes, 

Special Setups, Printer Setup, and Library Files.  In the lower, right hand corner of the subsequent 

tabs, there is a message that either states ñPC is not attached to a unit.ò or a comparison of the 

operating system version.  Example:  ñOperating system version 4.33 on unit, 8.0 on disk.ò  For 

the best results while using the Compliance Setup window, ensure that the two versions match.  

To update the unit operating system, refer to the Reload Operating System section in this 

manual. 

After making changes within any given tabbed Setup dialog, you have the choice to either reject 

the changes by clicking on Cancel, which exits the Compliance Setup, or accept any changes by 

clicking on Send To Unit, which will update the settings on the attached unit. 

IMPORTANT:  After setting up the Monitor Scheduler, refer to the Unit Monitor Status  

feature, List Setup Files, and List Operator , for additional ways to activate and control the unit 

without entering the Compliance Setup dialog. 



   
Blastware Compliance Module ___________________________________________________

    
 

 

4ï38 Blastware Operator Manual 

a. Recording Setup 

To display the Series IV Recording Setup dialog box, open the Unit, Setup, Compliance Setup 

to view the setup tab. If a unit is communicating with Blastware then the current setup 

information will be displayed.  If a unit is not attached, than the software will prompt to ensure 

that you still want to view the Compliance Setup. 

The Recording Setup dialog box programs the selected sensors, source and triggers level, as well 

as the Record Mode and associated Record Mode settings.  After you have entered your settings in 

each dialog box, choose Send to Unit to transfer your settings to the monitor, or under the Setup 

Files tab, you can save each setup file to your local hard drive for later use or inclusion in 

recording sessions using the Monitor Scheduler, located under the Special Setups tab.  Refer to 

the Monitor Scheduler section for more information on this feature. 

 

 

Note: VDV Record Mode is optional and available with the purchase of the Blastware 

Advanced Module. 

(1) Vibration Channels 

i Vibration Channels 1, 2, 3 Enable (Minimate Pro4 and Minimate Pro6) 

To enable Channels 1, 2, 3, dedicated to vibration monitoring, select the check box next to 

Vibration Channels 1, 2, 3 Enable.  Determine which geophone that you are going to use for 

monitoring, ISEE Geo or DIN Geo, attach it to the unit and select the appropriate box.  

To select the Geophone channels as a Trigger Source, place a checkmark in the box. The Trigger 

Level box value is enabled for entering values.  The trigger level sets a threshold that must be 

exceeded by an Events activity before the monitor begins recording. Use your judgment when 

setting a trigger level. You must set the level high enough so the unit does not trigger on unwanted 

Events such as nearby vehicle traffic. At the same time, you have to set the trigger level low 

enough so that an Events activity exceeds the trigger level and starts the unit recording. 
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To set a trigger level, click in the Trigger Level value field. A maximum range for the Trigger 

Level is indicated at the right once you place your cursor in the value field.  The Maximum 

Range specifies the measurement limits of the ISEE or DIN Geophone transducers. Enter the new 

level in the value field.   

Note:  You can set both the Geophone and Microphone Channels as trigger sources. An Events 

activity has to exceed only one of the trigger levels to start recording Event activity on all 

channels. 

Note: In certain situations, the actual trigger level may be marginally lower or higher than the 

trigger level that you entered. This is because the monitor converts the analog signal it receives 

from the geophone into digital data, which consists of a series of discrete values. If the trigger 

level that you entered does not match one of these values, Blastware automatically sets the trigger 

level to the nearest value. 

ii   Vibration Channels 4, 5, 6 Enable (Minimate Pro4 and Minimate Pro6)  

To enable Channels 4, 5, 6, dedicated to overpressure monitoring on the Minimate  Pro4, select 

the check box next to Vibration Channels 4, 5, 6 Enable.  Select the box next to the Linear Mic ï 

this will enable Channel 4 on the unit (Channels 5 and 6 are reserved for the ISEE or DIN 

Geophone on the Minimate Pro6 for vibration monitoring). 

If you have attached an ISEE Linear Microphone to the monitor and selected the ISEE Linear 

Microphone option, the channel records air over pressure. In this section of the Recording Setup 

dialog box, you can enable the microphone channel, select the channel as a Trigger Source, and 

set a Trigger Level. 

If you have attached an optional Sound Level Microphone (Part No. 720A5101) to the monitor 

and selected the Sound Level Microphone option, the channel records acoustic noise. In this 

section of the Recording Setup dialog box, you can enable the microphone channel and select the 

channel as a Trigger Source.  Afterwards, set the Trigger Level, A-Weighting or C-Weighting, 

and the response of Fast or Slow.  

1. To set a trigger level, click in the Trigger Level value field. A maximum range for the 

Trigger Level is indicated at the right once you place your cursor in the value field.  The 

Maximum Range specifies the measurement limit of the ISEE Linear Microphone or 

Sound Level Microphone, dependent on which microphone has been selected.   

2. Enter the new level in the value field. 

3. Select A-Weighting or C-Weighting, as required for your application. 

4. Determine the Response time and select ñFastò or ñSlowò 

a. In the next section of the dialog, Record Mode, you set the Sample Rate.  If 

you are only recording with a Sound Level Microphone, this may be set to 512:  

However, if you are also recording with a Geophone, then set the Sample Rate 

for that sensor. 

Note: You can set both the Geophone and Microphone Channels as trigger sources. An Events 

activity has to exceed only one of the trigger levels to start recording Event activity on all 

channels.  Note: In certain situations, the actual trigger level may be marginally lower or higher 

than the trigger level that you entered. This is because the monitor converts the analog signal it 

receives from the geophone into digital data, which consists of a series of discrete values. If the 

trigger level that you entered does not match one of these values, Blastware automatically sets the 

trigger level to the nearest value. 

iii    Vibration Channels 4, 5, 6 Enable (Minimate Pro6)  

For Minimate Pro 6, enable Channels 4, 5, 6, dedicated to over pressure (see description above, 

Vibration Channels 4, 5, 6 Enable) or vibration monitoring (refer to description under section 

above Vibration Channels 1, 2, 3 Enable), by selecting the check box next to Vibration 

Channels 4, 5, 6 Enable.  Select the box next to the Linear Mic, the ISEE Geo, or the DIN Geo, 

dependent on what sensor you have chosen and attached to the unit. 
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(2) Recording Mode 

The record mode sets how the monitor records Events. To choose a recording mode, click on the 

Recording Mode drop-down menu and select a record mode. Refer to the Minimate Pro 

Operator Manual for more information on the data displayed on the monitor during recording.   

Choose one of the following recording modes. 

i Waveform  

Use Waveform record mode to record multiple Events automatically with no dead time between 

Events. The monitor records an Event, displays the results, and continues to monitor, ready to 

record following Events. The monitor records all Events whose activity exceeds the preset trigger 

level. 

ii    Waveform Manual  

Use Waveform Manual record mode if automatic triggering is unreliable, due to excessive wind 

or nearby vehicle activity, or to record the background noise level in the vicinity of a site. 

Recording can be initiated from the Unit Monitor Status  dialog. 

iii     Histogram (Strip chart)  

Use the Histogram record mode for long-term recording periods such as monitoring of pile 

driving operations. Histogram record mode operates with both four and six channel monitors.  

In Histogram record mode, the monitor stores summary information in intervals. The monitor 

continues to sample data continuously at the chosen sample rate but only stores the relevant peaks 

for the interval. This reduces the data recorded and greatly increases the monitor storage capacity. 

For each interval, the monitor calculates the maximum peaks, the frequency of the largest peak, 

and the peak vector sum. For each channel, the maximum peak and its frequency are calculated. 

Also the largest peak vector sum is calculated over the entire Event. Histogram record mode 

displays the peak of each interval in a bar chart, while tabular format represents the peaks as 

numbers.  You are able to capture up to 800,000 intervals. Examples: 18.5 days at 2 second 

intervals, or 555 days at 1 minute 

iv    Histogram Combo 

Histogram Combo record mode creates a waveform during Histogram recording if the signal 

exceeds the waveform trigger level. The waveform Event is saved as a separate file while the 

Histogram Event file remains continuous.  Depending on the amount of data collected and the 

sample rate, you are able to capture thousands of full waveform records while simultaneously 

recording in histogram mode. Example: 30 days of Histogram recording at 1 minute intervals, and 

over 7500 1 second waveform events.     
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v VDV (Optional ï with Advanced Software Module) 

 

 

The optional Vibration Dose Value (VDV ) Record Mode is available with the purchase of the 

Blastware Advanced Module software.  If you have a licensed copy of the Blastware Advanced 

Module, follow the instructions in the Blastware Operator Manual for Reloading the 

Operating System of the Minimate  Pro, which will load the VDV  feature into the unit. To order 

your copy of the Blastware Advanced Module, please contact your Instantel Dealer 

Representative. 

The VDV  monitoring option is used to measure and determine whole-body vibration based on a 

Frequency Weighting file that is downloaded from Blastware.  Your geographic location and the 

type of vibration that you are monitoring will determine which Frequency Weighting file that 

you choose to use during the monitoring session ï the frequency range of the data collected is 

from 1 to 80 Hz.  Two frequency weighting files may be downloaded to the monitor, which can 

then be assigned to daytime or nighttime monitoring sessions. 

There are two primary standards for determining and evaluating whole-body vibration, as follows: 

BS-6841 Measurement and evaluation of human exposure to whole-

body mechanical vibration and repeated shock. 

ISO-2631 Evaluation of human exposure to whole body vibration. 

 

While monitoring, the unit differentiates the velocity data into acceleration, applies the frequency 

weighting and then calculates the VDV  and Root Mean Square (RMS) values.  The unit displays 

the VDV  and RMS values every ten seconds while recording, and stores the final calculations as 

part of the file and Event Report.   

The unit is capable of continuously monitoring full waveform data for 24 hours; the daytime VDV  

monitoring is performed on the vertical channel (7:00 AM to 11:00 PM) while the nighttime VDV  

monitoring is performed on the horizontal channels (11:00 PM to 7:00 AM). The Monitor 

Scheduler feature must be used to specify the different settings required for daytime and 

nighttime monitoring setup files.  Refer to the Monitor Scheduler section of this manual for more 

information. 
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NOTE:  Due to the processing power and decimal accuracy of a PC, performing VDV  calculations 

using the Blastware Human Exposure tool on a computer will typically produce a higher accuracy 

result when compared to the VDV  recorded in the field by the Minimate Pro  unit.  These results 

will typically be within 5% of each other. 

a. Frequency Weighting File 

Select the Frequency Weighting File that is appropriate for the duration of time that you 

are recording data.  The weighting file is defined in the standard; it is important to select 

the correct geophone channel (Tran , Vert , and/or Long) to monitor: 

Frequency Weighting Files 

BW6841WB Vertical whole-body vibration, lying down, standing or sitting 

BW6841WD Horizontal whole-body vibration, lying down, standing or sitting 

BW6841WE Rotational whole-body vibration , lying down, standing or sitting 

BW6841WF Vertical whole-body vibration, for motion sickness 

BW6841WG Vertical whole-body vibration in buildings 

ISO2631WM  Whole-body vibration in buildings 

b. Calculate (T, V, L)  

Based on the VDV  standards that you are using as a guideline, select the channels that you 

want to monitor, T (Tran), V (Vert) , or L (Long), or any pair.  The unit memory is 

capable of storing 24 hours of data using one geophone and two channels, at the default 

sample rate of 512 s/s. 

(3) Interval 

The Interval setting is reserved for Histogram and Histogram Combo record modes.  The 

Histogram Interval is the period of time the monitor records Event information before applying 

the data analysis processing. For each interval, the monitor calculates the maximum negative 

peaks, the frequency of the largest peak, and up to two peak vector sums. For each channel the 

maximum peak and its frequency are calculated. The peak vector sum is calculated over the entire 

Event.  

(4) Record Stop Mode 

The Record Stop Mode sets how the monitor stops recording after being triggered. Choose a 

record stop mode if you are using the single shot or continuous record modes. You can choose 

between a Fixed Record Time setting or an Auto Stop Mode setting. Fixed Record Time sets 

the record time to a specified length. Once the record time has elapsed, the monitor stops 

recording. In Auto Record, unlike the Fixed Record Time, the monitor continues to record Event 

activity as long as that activity remains above the trigger level (sufficient memory and battery 

power must be available). Recording stops a specified period of time after the Event activity falls 

below the trigger level. The specified period of time, called the Auto Window , can be adjusted. 

Use the Auto Record mode if you are unsure of the actual Event duration. 

To choose a Record Stop Mode, position the mouse pointer on the Recording Stop Mode dropï

down menu and click the mouse button. Choose Fixed Record Time or Auto Stop Mode. 

(5) Sample Rate 

The monitor records using sample rates; 512 (typically for VDV ), 1024, 2048 and 4096. The 

choice of a Sample Rate depends on the type of monitoring you are conducting. Increasing the 

Sample Rate increases the accuracy of the waveform recording. For this reason, set the Sample 

Rate according to the location of the standard transducer or the Minimate Pro . For close-in or 

near field monitoring, set the Sample Rate to 4096 samples per second. For far-field monitoring, 

set the Sample Rate to 1024 samples per second. Increasing the Sample Rate also increases the 

amount of memory required to store Events and reduces the number of Events that can be stored 

on the monitor. It also reduces the battery life. 



__________________________________________________ Blastware Compliance Module  
  

 

 

 Blastware Operator Manual 4ï43 

To choose a recording rate, click on the Sample Rate dropïdown menu. Click the mouse pointer 

on the required Sample Rate. 

(6) Auxiliary Trigger  

The Auxiliary  Trigger  is an external triggering feature used to start monitor recording. 

An optional Wire Break/Make Trigger Cable is available (Part No. 720A3501) used to connect 

several monitors together for multiple point blast monitoring. 

To use the Auxiliary Trigger, set the monitor in Waveform Manual, Waveform, Histogram, or 

Histogram Combo Record Modes.  Set a fixed Record Time. The Auxiliary Trigger combined 

with the Auto Record Time setting is only available on Minimate Pro  units. Click on the 

Auxiliary  Trigger  checkbox to display a check mark. 

(7) Edit Compliance Setup More 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

i Geophone Alarm Level  

The alarm level controls the triggering of an optional Remote Alarm (Part No. 720A3901).  

The remote alarm can sound two alarms: warning and alarm. The warning alarm sounds when 

Event activity exceeds the Trigger Level for the Geophone. The alarm level can be set to a 

different level that is higher than the trigger level of the Geophone. This allows for the triggering 

of a second alarm at the higher level.  

For example, in pile driving operations the remote alarm triggers a warning when activity exceeds 

the trigger level for the Geophone, notifying the operator that the pile driving activity has 

exceeded that set level. The second alarm triggers when activity exceeds the alarm level, set to a 

higher level, notifying the operator to re-evaluate the piling operation. 

To set an alarm level, double click on the Alarm Level  box. Enter the new level that is within the 

stated range (Range: 0.508 ï 254 mm/s). 

ii   Microphone Alarm Level 

For a description of the optional remote alarm, see the Geophone channel in the previous section.  

To set an alarm level, click on the Microphone Alarm Level  box. Enter the new level that is 

within the stated range (Range: 100.0 ï 148 dB(L)).   

iii    Auxiliary I/O   

The Auxiliary I/O  section of the dialog controls the option for triggering of a Remote Alarm 

(Part No. 711A1401) based on levels set for Vibration or Pressure, or for an External Trigger , 

using the optional Wire Break/Make Trigger Cable (Part No. 720A3501).  Select Off if you 

donôt want to use the Auxiliary I/O  option. 
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When the External Trigger option is selected, the Warning Hold Time , 0 - 300 seconds, is 

available for input. 

 

When the Remote Alarm option is selected, the Warning Hold Time , Alarm Hold Time  (both 0 

ï 300 seconds) and the  Alarm On  inputs boxes become available.  The Alarm On option allows 

you to select which sensor setup and activity that you would like to initiate a Remote Alarm. 

iv   Channel Names 

The Channel Names can be changed. These names appear throughout the software including in 

printed Event reports. The default names describe the compliance sensors connected to the 

monitor. The new names can be alphanumeric up to five characters in length. To change the 

Channel Names, double click on the existing name and enter the new name. 

v Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

1. Cancel  

Exit the dialog box and return to the previous Recording Setup dialog without accepting the changes. 

2. OK 

Approve the changes in this dialog box. 

b. Notes 

To display the Notes dialog box, open the Unit, Setup, Compliance Setup menu and select the 

Notes tab. The Edit Notes dialog box appears. 

The Notes dialog box lets you enter notes about an Event. These notes are then saved with the 

Event when it is recorded. The notes become part of the permanent record and cannot be 

changed after an Event has been recorded. The notes are very flexible, offering you the ability 

to change their titles and content.  

To enter notes, click on a space and delete the existing note by pressing and holding the 

Backspace key. Enter the new notes for each User Notes field box. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(1) Enable User Notes 

When you enable user notes, the information contained in the User Notes dialog box is recorded 

with every Event. If you do not require this information, disable user notes by clicking on the 

Enable User Notes checkbox to clear the checkmark. 
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(2) User Notes 

Enter the notes you wish to include with the recorded Events. You can include user note headings 

like the ones in the figure above. You can use these headings or delete them and enter your own. 

You can also delete them entirely and use no headings. Headings can range up to 20 characters in 

length. In the right hand column, enter your user notes. User notes can range up to a maximum of 

40 characters in length. 

(3) Extended Notes 

Use this area to enter additional notes as required up to a maximum of 640 characters. 

(4) Enable Extended Notes 

When you enable extended notes, the information contained in the Extended Notes dialog box is 

recorded with every Event. If you do not require this information, disable extended notes by 

clicking on the Enable Extended Notes checkbox to clear the checkmark. 

(5) Extended Notes Title 

Enter a name for the extended notes section up to 20 characters in length. 

(6) Enable Job Number 

You may include a job number to identify a series of recorded Events. This helps you keep track 

of Events in the monitor and on your computer. To enable the Job Number, click the mouse 

pointer on the Enable Job Number checkbox to enter a checkmark. 

(7) Job Number 

Enter a job number. Job numbers range from 1 to 9999. Double click on the Job Number box and 

enter a new job number. 

(8) Enable GPS Notes 

Check this box to enable GPS Notes to be included on the Event Report.  The GPS information 

is captured form the waypoints that are entered on the unit within the View/Edit Setup > GPS 

Location feature.  Refer to the Minimate Pro Operator Manual  for information on how to enter 

GPS Locations. 

(9) Enable Scaled Distance 

Check this box to enable the recording of scaled distance information with each Event. Enter the 

Distance from blast and the Charge Weight. Blastware automatically calculates and displays the 

Scaled Distance value. The value appears both within this dialog box and on Event Summary 

Reports. 

(10) Distance from blast 

Enter the distance from the monitor to the blast in feet or meters. 

(11) Charge Weight 

Enter the charge weight of the blast in pounds or kilograms. 

(12) Scaled Distance 

The Scaled Distance result appears within this dialog box and on Event Summary Reports. 

(13) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the Blastware Main Menu. 

ii  Send To Unit 

Transfer your settings to the monitor. 
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c. Special Setups 

To display the Special Setups dialog box, open the Unit, Setup, Compliance Setup menu and 

select the Special Setups tab. 

The Special Setup dialog box includes access to the Monitor Scheduler feature, when Sensor 

Check operates, Measurement Units, Time Format, and Send Unit Time with Setup. After you 

have entered your settings in each dialog box, choose Send to transfer your settings to the 

monitor, or proceed to the Setup Files tab and save the settings on the PC. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(1) Monitor Scheduler ï Edit 

The Monitor Scheduler feature sets the Minimate Pro  unit to automatically start monitoring 

sessions at a preset time using a series of saved setup files and, if required, the Self Check feature 

can be activated. The scheduler can be set for a one time session, daily, or weekly. Using the 

Monitor Scheduler extends the battery life by only monitoring the time periods when Events are 

scheduled to occur and not the time periods between Events. It allows for different monitoring 

Record Modes to be selected, too, as long as the sensors remain the same within each setup file 

used.   

Select Edit to enter the Monitor Scheduler window.  The initial view has the Week selected, 

with the time window set as 5:30 a.m. to 6:00 p.m.  Use the window scroll bar at the right to 

access earlier or later times.  The calendar is divided into programmable half-hour Time Cells. 

IMPORTANT:  After setting up the Monitor Scheduler, refer to the Unit Monitor Status  

feature, List Setup Files, and List Operator , for additional ways to remotely activate and control 

the unit without entering the Compliance Setup dialog. 

NOTE: The Monitor Scheduler can be used to define VDV Record Mode sessions.  This feature 

can be used to specify the different settings required for daytime and nighttime monitoring (24 

hours) setup files for VDV Record Mode: Daytime VDV  monitoring is performed on the vertical 

channel (7:00 AM to 11:00 PM) while the nighttime VDV  monitoring is performed on the 

horizontal channels (11:00 PM to 7:00 AM).   

NOTE:  To avoid a half hour delay between daytime and nighttime VDV  monitoring, enter two 

sequential óStart Monitoringô commands at 11:00 PM. 

NOTE:  The Monitor Scheduler uses Setup Files that have been created and saved.  Refer to this 

section of the manual, Compliance Setup ï Series IV, for information about creating and saving 

setup files. 

Monitor Scheduler Example: 

A populated Monitor Scheduler calendar is shown on the next page, based on a repeated week.  

Follow the descriptions and directions following this example to learn how to use this feature. 
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2. Double click on a Time Cell to access the Monitor Scheduler Events dialog. 

3. Select ñéò to access the Select Series IV Compliance Setup File dialog. 

1. Select Day or Week and determine if you want to Repeat the monitoring schedule. 
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i   Repeat 

Select Repeat to have the recording sessions input to be repeated, every Day or Week, 

until a Stop Monitor  command is sent to the unit from the Unit > Monitor menu, or a 

Cancel key press on the unit.  Note that when you select Repeat, the column above the 

Day calendar will be renamed to Repeat, as shown below: 

 

 

 

 

 

 

 

ii  Day 

Refer to the figure below.  Select the Day setting to view and input recording sessions 

into the calendar that will be completed over the duration of the current day.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

iii   Week 

Refer to the figure below.  Select the Week setting to view and input recording sessions 

into the calendar that will be completed over the duration of a week.  Select Repeat to 

have the recording sessions input to repeated, indefinitely, until a Stop Monitor  

command is sent to the unit from the Unit > Monitor menu, or a Cancel key press on the 

unit.  Select Repeat to view the actual date as opposed to the day of the week. 

 

 

TIME CELLS 
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iv    Clear All 

If you want to remove all entries from a Monitor Scheduler Calendar to start the 

population process over, select the Clear All  button.   

v    OK 

To save and exit the Monitor  Scheduler, select the OK  button.  If you want to exit 

without saving, select the OK  button, but than select Cancel in the Save dialog.  Either 

selection will return you to the Compliance Setup > Special Setups tab. 

vi    Cancel 

Press the Cancel button if you donôt want to proceed and exit without saving the 

Monitor Scheduler calendar.   

vii  Send to Unit  

1. Press Send to Unit to download the Monitor Scheduler settings to the Series IV 

unit.  If existing, duplicate named Setup Files exist on the unit, than the 

following dialog will appear: 

 

 

 

 

 

 

 

 

 

a. Decide if you want to update the Setup File from the file saved on the 

PC by selecting User Setup from PC, or from the unit, select User 

Setup from Unit.  This window will appear for each, first instance 

filename that is a Duplicate. 

TIME CELLS 
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b. If you would like to redefine the Setup File, press Cancel to exit the 

Duplicate Setup dialog and return to the Monitor Scheduler.  You 

will have to return to the Compliance Setup dialog to make any 

changes to the Setup File before returning to the Monitor Scheduler 

feature. 

c. If you select User Setup from PC or User Setup from Unit , or if the 

file that you are transferring has a unique name, then the following 

Save Series IV Monitor Scheduler dialog will appear: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Use descriptive filenames to help you identify these sessions for later 

use (e.g. VDVSchedule_Day for daytime monitoring in the VDV 

Record Mode). 

The file extension, (*.SCH) is automatically added to the files as they 

are saved.  The default file location for saved .SCH is the 

/Blastware/System/Dbase directory. 

d. At this time, you will be prompted with the following dialog: 

  

  

 

 

 

Select Yes if you want the unit to start using the Monitor Scheduler 

settings the next time a recording session is initiated, either via 

Blastware or as a manual key press on the unit.  Select No if you donôt 

want Monitor Scheduler to be enabled. 

e. You are able to Enable or Disable the Monitor Scheduler feature on a 

connected unit, at any time, by using the Unit > Monitor  dialog.  The 

unit must be idle to access the Turn On or Turn Off button.  In the 

example below, the initial Current  Monitor Mode: ñUnit is idle.ò and 

it is not using a Monitor Scheduler session.  The ability to Enable or 

Disable the Monitor Scheduler is available by selecting the Turn On 

or Turn Off button: 
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NOTE:  Refer to the Unit Monitor Status  section of this manual for more 

information on enabling or disabling the Monitor Scheduler. 

If you have chosen to enable the Monitor Scheduler on the unit and have 

started a recording session, the display on the unit will appear as follows until 

the first Record Mode is activated and displayed (i.e. Waveform, Histogram, 

Histogram Combo, or the optional VDV  Record Mode): 

 

 

 

 

 

 

  

viii  Input Monitoring Scheduler Events 

Double-click on the Time Cell that you would like to enter a Monitor ing Scheduler 

Event.  The following menu will appear: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Start Monitor  ï Select Setup File 

a. Double click to select a Time Cell. The Monitor Schedule Events dialog 

appears.   

b. Select Start Monitor  to gain access to the Setup File discovery field.   

c. Click on the ñéò to access previously saved Setup Files.  The following 

window will appear (the default directory location for Setup Files, unless 

saved in another location, is /Blastware/System/Dbase): 
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NOTE:  The Setup File selected will remain the default file until a different 

setup file is loaded into a Time Cell. 

NOTE: All Setup Files selected for use in a Monitor Scheduler session 

must have a sensor setup that matches what is currently attached to the unit.  

If any single Setup File, in a series of selected files, does not match the unit 

sensor setup, than the Monitor Scheduler recording session will not be 

completed. 

 

d. Select the Setup File that you want to load into the Time Cell.  Once the 

Monitor Scheduler is enabled on the unit, recording with this setup file 

will be started at the chosen time. 

 

NOTE:  Sequential Start Monitor sessions can be input without including a 

Stop Monitor command.  This is particularly helpful for continuous 24 

hour recording using the VDV Record Mode. 

  

2. Stop Monitor 

a. Double click to select a Time Cell. The Monitor Schedule Events dialog 

appears.   

b. Select Stop Monitor  to end a specified recording session that was 

previously input using the Start Monitor command. 

 

3. Self Check 

Select the Self Check mode for where you require a record indicating the monitor was 

operating properly.  An Instantel Service Technician may ask you to perform this Self 

Check.  This is a diagnostic tool that displays the status of various hardware and software 

components.  The results of the Self Check are displayed on three screens on the unit and 

any items that are tested that donôt pass, are listed in the Monitor Log  as Failed.   The 

Service Technician can assist you in determining how to repair or describe a 

workaround for returning the monitor to a working state. 

 

Press the Down Arrow key to scroll and highlight the Self Check menu option. 
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a. Press the Right Arrow  button to activate Self Check ï Now. 

b. Press the Enter key to Continue to each screen until you are returned to the  

main display.  Review each screen to ensure a Fail does not appear. 

c. A list of 14 diagnostic results appears with a Pass or Fail shown next to 

them.  Only items listed with a Fail result  appear in the unit Monitor  Log. 

 

4. Call Home (Must be enabled on unit) 

a. Select Call Home to use the Auto Call Home feature.  Auto Call Home 

will use the most recent configuration settings.  Refer to the Auto Call 

Home section of this manual for more information. 

5. Clear Cell 

a. Within the calendar, select the Time Cell that you want to remove a 

scheduled event from, and double click on it. 

b. Select Clear Cell, from the Monitor Schedule Events dialog. Select OK . 

ix   File 

The file menu contains common commands; Save As, Open and Send to Unit.  

1. Save As 

a. After you have completed populating the Monitor Scheduler with setup 

files and commands, select Save As to save the session.   

b. Use descriptive filenames to help you identify these sessions for later use 

(e.g. VDVSchedule_Day for daytime monitoring in the VDV Record 

Mode). 

c. The file extension, (*.SCH) is automatically added to the files as they are 

saved.  The default file location for saved .SCH is the 

/Blastware/System/Dbase directory. 

 

 

 

 

 

 

 

 

2. Open 

After you have completed populating the Monitor Scheduler with setup files and 

commands, and saved the session, you can load them at a later date, and modify 

them, if necessary.   

 

 

 

 

 

 

 

 

a. Select the Open menu item and select the saved Monitor Scheduler session 

that you want to use or modify. 



   
Blastware Compliance Module ___________________________________________________

    
 

 

4ï54 Blastware Operator Manual 

b.  The calendar will automatically populate with the previously saved 

settings.  Transfer the Monitor Scheduler settings to the unit.  At this time, 

you will be prompted with the following dialog: 

 

  

  

 

c. Select Yes if you want the unit to 

start using the Monitor Scheduler settings the next time a recording 

session is initiated, either via Blastware or as a manual key press on the 

unit.  Select No if you donôt want Monitor Scheduler to be enabled. 

(2) Sensor Check 

This setting chooses when to automatically run Sensor Check to test your monitor and its sensors. 

You can choose to run Sensor Check after recording each Event or only once before a monitoring 

session starts. You can also choose to disable Sensor Check. If you choose After Each Event, 

Sensor Check runs after recording each Event. Results are saved with each Event and appear on 

the monitor display. If you choose Before Monitoring , Sensor Check runs once before 

monitoring starts, immediately after you enter the monitor mode. The results of this single Sensor 

Check appear with each Event recorded during the monitoring session. This setting provides a 

zero recycle time and ensures you cannot miss an Event when using the continuous record mode 

(the Automatically Print Event After Recording function in the Printer Setup dialog box must also 

be turned off). 

To select a Sensor Check position, click on the Sensor Check drop-down menu. Click on After 

each Event or Before monitoring. Select Disabled if you do not wish to use Sensor Check. 

(3) Measurement Units  

The Blastmate III  and Minimate Plus use either Metric  or Imperial  measurement units. 

To choose the measurement units, position the mouse pointer on the Measurement Units dropï

down menu and click. Click on either Metric  or Imperial . 

(4) Show Mic units in dB 

Select Show Mic Units in dB if you want to change from the default display units of Pa. 

(5) Time Format 

This sets the time format for the monitors clock. You can choose between the 24 hour and the 12 

hour AM/PM time formats. 

To choose a time format, click on either button. 

(6) Set Unit Time with Setup 

To synchronize the Unit clock with the personal computer clock, place a checkmark in the box 

prior to selecting Send to Unit.  Disable Set Unit Time with Setup by clicking on the checkbox 

to clear the checkmark. 

(7) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

i Cancel  

Exit the dialog box and return to the Blastware Main Menu.  

ii  Send To Unit 

Transfer your settings to the monitor. 
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d. Setup Files 

To display the Setup Files dialog box, open the Unit, Setup, Compliance Setup menu and select 

the Setup Files tab.  The Setup Files dialog box allows you to load and save settings from your 

PC or the unit, and to specify any changes you have made to be the default settings.  These files 

have a .set file extension. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(1) Read Setup 

i From Disk 

Load a saved setup file from your PC.  Locate previously saved setup files and load them to 

affect the unit currently connected to your PC by clicking on Send to Unit. 

ii  From Unit 

Load the setup library files that are currently being used on the unit connected to your PC. 

iii  Default 

Select Default to load the previously saved file. 

(2) Save Setup 

i To Disk 

Save your current setup settings to a file.  Click on To Disk, and save the file into the default 

ñDbaseò directory. 

 

 

 

 

 

 

 

ii  As Default 

Use your current settings as the default every time you connect a unit and click on Default. 
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(3) Button Commands 

To choose one of the command buttons, click the mouse pointer on the button. 

i Cancel 

Exit the Printer Setup dialog box and return to the Blastware Main Menu. 

ii  Send To Unit 

Transfer your settings to the monitor. 

e. List Operator (Series IV and Micromate Only) 

With communications successfully setup between the PC and unit, you can view and select which 

Operator you want to appear on all current and subsequently recorded Events.  You are also able 

to Rename, Delete and Add operators.  To display the List Operators dialog box, open the Unit, 

Setup, and select List Operators: 

 

 

 

 

 

 

 

 

 

 

 

NOTE: The Active Operator is shown at the top of the dialog.  Operator names are limited 

to 15 characters. 

 

1. Highlight the Operator that you would like to appear on the reports by using the Select 

button. 

2. Click on the Select button to change the operator. 

3. Click on OK  to confirm the change, or Cancel to exit the menu without changing the 

Operator. 

4. Repeat the Steps 1 and 3 above to Rename, or Delete an Operator. 

5. To Add an Operator, place your cursor in the top box and type in a new Operator 

name.  Click on Add and it will appear in the list below. 

6. Click on OK  to confirm the change, or Cancel to exit the menu without changing the 

Operator. 

 

f. List Setup Files (Series IV and Micromate Only) 

With communications successfully setup between the PC and unit, you can view and select which 

Setup File you want to use on all subsequently recorded Events.  You are also able to Rename, 

Delete and Select the Setup Files. 

 

To display the List Setup Files dialog box, open the Unit, Setup, and select List Setup Files: 
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NOTE: The Active Setup file is shown at the top of the dialog. 

 

1. Highlight the Setup File that you would like to use. 

2. Click on the Select button to change the Setup File. 

3. Click on OK  to confirm the change, or Cancel to exit the menu without changing the 

Operator. 

4. Repeat the Steps 1 and 3 above to Rename, or Delete a Setup File.   

NOTE: Renaming a setup file which is part of a saved Monitor Scheduler session, will 

cancel that part of the scheduled recording session. 

5. Click on OK  to confirm the change, or Cancel to exit the menu without changing the 

Setup File. 

NOTE:  In conjunction with the Start/Sop Monitor  command under the Unit , Monitor  

dialog, this is a convenient tool to quickly change setup files as opposed to communicating 

through the Unit , Setup dialog.  If you donôt have any changes that need to be made to an 

existing setup file, or you donôt need to send a new setup file to the unit, use the Setup Files 

dialog to interact with the unit. 

g. Edit Owner Text (Micromate Only) 

With communications successfully setup between the PC and unit, you can edit the Owner 

Information  displayed on the unit. 

To display the Edit Owner dialog box, open the Unit, Setup, and select Edit Owner Text: 
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6. Select each field and type the information that you would like displayed on the unit 

Owner Info window. 

7. Select the Send to Unit button to send the information to the attached unit. 

8. Select the Cancel button to return to the Blastware Event Manager window. 

4.2.4 Status 
The Status command checks the monitor and displays the following information. To display the 

Status dialog box, open the Unit Menu and choose Status. Press the Refresh button to update the 

information. Press the Close button to return to the Main Menu.  Below is an example of the Unit 

Status for a Minimate Pro6: 

 

4.2.5 Sensor Check 
This command runs Sensor Check and checks the Blastmate III , Minimate Plus or Minimate 

Pro Geophone and Microphone sensors. For Series III, if you have selected a 4.5 Hz Geophone in 

the Channel Setup dialog box, the unit will perform a continuity test rather than the standard 

Sensor Check test. To display the dialog box, open the Unit Menu  and choose Sensor Check.  

Test results of the last Sensor Check performed by the monitor appear in the box. If no results are 

available, the word None appears in the Test Type column. Rows of dotted lines (---------) fill each 

of the other columns.  Below is an example of a Sensor Check on a geophone (Channels 1, 2, and 

3, or Tran, Vert, Long) attached to a Minimate Plus. 

 

a. Close  

Choose this to return to the Main Menu. 
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b. Perform Test 

This runs Sensor Check and tests the sensors connected to the monitor. Click on the Perform Test 

button. 

c. Plot Waveform 

This displays a graphic representation of the Sensor Check results. Move the cursor to the channel 

results you wish to see and press the Plot Waveform button. The plot appears on your computer 

display. 

 

d. Fetch Results 

This command obtains the most recent Sensor Check results stored in the monitor. Click on the 

Fetch Results button. 

e. Channel 1, 2, 3, 4, 5, 6, 7, and 8 

You have a choice of which channels will be tested by Sensor Check. Click on the checkbox to 

display a checkmark for each channel to be tested. To exclude channels from the Sensor Check, 

click on the checkbox to remove the selection. Sensor Check results for excluded channels are 

indicated by the word None in the Test Type column. Rows of dotted lines (---------) fill each of 

the other columns. For eight channel monitors, channels 5, 6, 7, and 8 will also be displayed. 

f. Most Recent Test Results 

This displays the Sensor Check test results for each channel tested. The results for the Linear ñLò  

and the ñAò Weight microphones differ. The Linear ñLò results appear with a Test Type called 

Square Wave and are similar to the dialog box above.  Series IV supports the Linear Microphone.  

4.2.6 Date/Time 

a. Blastmate III, Minimate Plus or Series IV  

Open the Unit Menu and choose Date/Time. The Set Unit Date/Time dialog box appears. 
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You may set the Date and Time in your monitor in two ways. The first method is to copy the 

settings from your PC, as displayed in the PC Date/Time area. Make sure the date and time are 

correct, and then click on the Send to Unit  button. The date and time in the Unit Date/Time area 

will change to match the PC Date/Time. You can also set the date and time manually: enter the 

current date and time in the Unit Date/Time area then send the changes to the unit by clicking on 

the Set Date/Time button.  

b. Adjust Speed (Series II, Series III and Minimate Blaster Only) 

The Adjust Speed button is used to adjust the units clock if it is running too fast or too slow. The 

Set Clock Speed dialog box appears: 

 

 

 

 

 

 

 

Select the appropriate radio button and enter the number of seconds in a 24-hour period that the 

clock is slow or fast. Use the Increase and Decrease buttons to change the number of seconds. 

Click OK to send the time correction to the unit and close the dialog box. 

Note:  The Self Check function must be activated for the unit in order for the time to be 

corrected. The time is adjusted as part of the Self Check.   The Daily Self check is 

scheduled in hours and minutes and occurs at 30 seconds into the chosen minute. The 

amount of the correction is limited to 28 seconds so that the minute does not change.  

Example:  11:59:30 + 28 sec = 11:59:58 or 11:59:30 - 28 sec = 11:59:02 

Note: This feature is not required for Series IV units. 

c. Micromate 

Open the Unit Menu  and select Date/Time. The Set Unit Date/Time dialog box appears. 
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You may set the Date/Time in your monitor two ways. The first method is to Synchronize Unit 

to PC, as displayed in the PC Date/Time dialog area, which also includes the UTC Time and 

UTC Offset. Make sure the PC date and time are correct, and then click on the Synchronize Unit 

to PC. The date and time in the Unit Date/Time area will change to match the PC Date/Time.  

Within the Unit Date/Time dialog area, you can also manually adjust the UTC Offset.  This 

feature allows for consideration of different time zones that the unit may be installed.  Select the 

dropdown menu button and adjust the UTC Offset time accordingly. 

4.2.7 Monitor 
Use the Monitor command to start and stop your unit monitoring session. Establish 

communications between the unit and the PC, then open the Unit Menu  and choose Monitor . To 

start monitoring, press the Start Monitoring  button. If the monitor is already in the monitor 

mode, the Start Monitoring  button will read Stop Monitoring .  You may need to click on Stop 

Monitoring several times to communicate with the unit over the modem and end the monitoring 

session. 

The Unit Monitor Status also displays the Unit Date/Time, Battery Level, Memory Usage, and 

whether or not the Monitor Scheduler is Enabled or Disabled.  The unit must be idle to have 

access to the Turn On or Turn Off button that controls the status of Monitor Scheduler.  Refer 

to the section in this manual about the Monitor Scheduler and within the Minimate Pro 

Operator Manual for more information about the feature. 

Examples: 

1. In the example below, the initial Current  Monitor Mode: ñUnit is idle.ò and it is not 

using a Monitor Scheduler session.  The ability to Enable or Disable the Monitor 

Scheduler is available by selecting the Turn On or Turn Off button: 

 

2. Press Start Monitoring and the unit status displays the record mode that is being used.  

In the example below, the Unit Monitor Status is Waveform Monitoring , and it is not 

using a Monitor Scheduler session: 
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3. In the example below, Monitor Scheduler has been Enabled.  

 

 

 

 

 

 

 

 

 

 

 

 

 

Press Start Monitor , and the Unit Monitor Status dialog will appear as follows: 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE:  The Current Monitor Mode is the Unit is in Monitor Scheduler and that the 

ability to Turn Off , or Disable, the Monitor Scheduler can only be done by pressing 

Stop Monitoring and then selecting the Turn Off button.  When you press Start 

Monitoring and the Monitor Scheduler has been Enabled, then the following will be 

displayed on the unit until the first recording session begins, than it will reflect the 
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scheduled record mode (i.e. Waveform, Histogram, Histogram Combo, or the optional 

VDV  Record Mode): 

 

 

 

 

 

 

 

 

4. The example below demonstrates how you can access the View Real Time Histogram 

Data feature, which requires a Series IV monitor, Minimate Pro4 or Minimate Pro6, 

and the Ethernet® Communication Cable option.  Refer to the section in this manual, 

and your Minimate Pro Operator Manual, for more information about what is required 

for the Ethernet® communications setup and recording in Histogram Record Mode.   

a. The instruction below assumes that Ethernet communications has been 

established between the unit and the PC, and that you are already actively 

recording with Histogram Record Mode to successfully use this feature. 

b. Within Blastware, select the Unit menu. 

c. Select the Monitoring menu option. 

d. Select Start Monitoring . 

e. Select the View Real Time Histogram Data button. 

f. The number of channels that you are monitoring will determine how the display 

is represented. For instance, monitoring with a Minimate Pro6 with two 

geophones will display all six channels (Tran /Vert /Long for each geophone).  

Below is an example of one geophone being used during a Histogram Record 

Mode monitoring session: 

 

 

 

 

 
SCALE ICONS 
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g. The data will be displayed, as it occurs, based on the Interv al setting for 

Histogram Record Mode.   

h. Click on the Scaling icons to increase or decrease the scale of the data being 

viewed. 

NOTE:  The speed of the data transfer will be determined by the connection quality and supported 

rate.  Initial data will take a few seconds before it becomes visible, and that time will be dependent 

on the Interval Size setting.   

NOTE:   Use the Monitor dialog in conjunction with the List Operator and List Setup Files to 

easily change recording setups. 

4.2.8 Monitor Log 
The monitor log lists monitoring periods including date, start time, and stop time. To display the 

monitor log, click on the Unit Menu and choose Monitor Log . The Monitor Log dialog box 

appears. 

 

 

 

 

 

 

 

a. Display All 

Select Display All  to view all the Events that are currently on the monitor.   

b. Search Now 

Enter dates into the Between and the And fields, by clicking on the small down arrow to the right 

of each box ï this displays the calendar.  By clicking on the left and right arrows, you can navigate 

through the calendar to select the inclusive dates you would like searched for Monitor Log entries. 

c. Close 

Select Close to return to the previous window. 

d. Print 

Select Print  to enter the Output Dialog menu.  
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(1) Use Report Header 

Click on the selection box next to Use Report Header to display a checkmark in the checkbox.  

This will include a title on the printed report.  Clicking again will unselect the Use Report Header 

option.   Input text in the three text boxes below the Use Report Header option ï this will be the 

text that appears at the top of the report. 

(2) Destination 

To select the destination of the Output, you can either choose Printer or File by clicking on the 

radio button.   

(3) Entries to output 

The predefined default for this is ALL .  

(4)  Format 

You have a choice between Large, Medium, and None for the margins. 

 Top Margin Left  Margin  

Large 1 ½  in. (3.8 cm)  ¾ in. (1.9 cm) 

Medium 1 in. (2.5 cm) ½ in. (1.3 cm) 

No Margin 0 in. (0 cm) 0 in. (0 cm) 

 

(5) OK 

Click on OK  to accept the current settings and proceed to the Printer Dialog box. 

(6) Cancel 

Click on Cancel to exit to the previous menu. 

 

4.2.9 Reload Operating System 
This command sends a new version of the operating system (OS) and library components to the 

monitor. To reload the operating system, click on the Unit Menu and choose the Reload 

Operating System command. The Reload Operating System dialog box appears. 
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a. Unit Operating System 

This is the release number and version number of the operating system presently in the monitor. 

b. Disk Operating System 

This refers to the unit operating system stored in the Blastware program. 

c. Compliance Report Type 

This drop-down menu displays the current type of report loaded into the monitor. It also lists the 

available compliance reports in Blastware that you can choose to load into the monitor. 

To choose a compliance report, click on the Compliance Report Type drop-down menu and 

select a report. 

d. Printer Driver Type (Minimate Plus, Minimate Blaster and Micromate  Only) 

Three printer models are supported for the Minimate Plus and Minimate Blaster: the Kodak 

Diconix 180 SI, Hewlett Packard DeskJet 320, and the Canon BJ-30 in Epson LQ mode. Choose 

the driver corresponding to your printer.  

If your printer type does not correspond to either of these printers, choose the Canon BJ-30 in 

Epson LQ mode driver for printers capable of emulating the Epson LQ mode. Set the printer 

scaling to twoïthirds of a page. For printers using Hewlett Packardôs PCL printer language, 

choose the HP DeskJet 320 driver. 

The Citizen CMP-30 Printer is compatible with the Micromate monitor. 

To choose a driver, click on the Printer Driver Type  dropïdown menu and select a driver. 

e. Language 

Different languages can be loaded into the monitor and used. This drop-down list identifies the 

Language Library  files available for use. 

To choose a language, click on the arrow and select. The Language Library  must be loaded into 

the monitor. To load the Language Library , choose either the Reload OS and Library 

Components command to reload the operating system along with the language library, or the 

Reload Library Components Only command to load only the language library.  

NOTE: New language files may be created using the Language Editor available in the Blastware 

Advanced software (optional ï Series III  only). 

f. Modem (Minimate Pro Only) 

Instantel supports a variety of modems.  Modems are controlled by script files. 

To choose a Modem, click on the arrow and select. The Modem must be loaded into the monitor. 

To load the Modem script file, choose either the Reload OS and Library Components command 

to reload the operating system along with the Modem script file, or the Reload Library 

Components Only command to load only the Modem script file. 

g. Vibration Dose Value (VDV) Frequency Weights (Series IV Only) 

This option is only available if you have purchased the Blastware Advanced Module.  The VDV  

monitoring option is used to measure and determine whole-body vibration based on a Frequency 

Weighting file that is downloaded from Blastware.  Your geographic location and the type of 

vibration that you are monitoring will determine which Frequency Weighting file that you 

choose to use during the monitoring session ï the frequency range of the data collected is from 1 

to 80 Hz.  Two frequency weighting files may be downloaded to the monitor, which can then be 

assigned to daytime or nighttime monitoring sessions. 

To choose a Frequency Weights file, click on the arrow and select. The Frequency Weights file 

must be loaded into the monitor. To load the Frequency Weights file, choose either the Reload 

OS and Library Components command to reload the operating system along with the 

Frequency Weights, or the Reload Library Components Only command to load only the 

Frequency Weights file. 
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h. Reload OS and Library Components 

This command loads all the software required to operate the monitor including the disk operating 

system, the library components, and the compliance report into the monitor. This operation 

replaces all the software currently loaded into the unit. The disk operating system becomes the unit 

operating system. This feature is most commonly used to upgrade the monitor to the latest 

software. 

WARNING : Make sure that you are replacing the unit operating system with the required 

disk operating system. This procedure cannot be reversed. 

Select the required Compliance Report in the Compliance Report Type drop-down menu and 

press the Reload OS and Library Components button.  

i. Reload Library Components Only   

Select this command to send a new version of the Blastware library file to the monitor. The library 

file contains the complete Language Library  for the entire monitor program. You can use this 

command to load a new language into the monitor. 

You can also use this feature to load a new Compliance Report into the monitor. To do this, 

make sure the unit operating system release and version number match exactly the disk operating 

system release and version. If they do not match, the Reload Library Components Only button 

will be dimmed requiring you to use the Reload OS and Library Components button only. 

Select the required Compliance Report in the Compliance Report Type drop-down menu and 

press the Reload Library Components Only button.  

j. Reset Unit 

This command resets the unit.  

k. Cancel  

Leave the Reload Operating System dialog box without changing the monitors current software. 

4.2.10 Select Unit Type 
The Event Manager helps to organize your Event files. From this window you list, copy, delete, 

print, and view Events.  The Event Manager can be accessed in two ways, 1) from the Main 

Menu bar, select Unit, Select Unit Type, or from the Event Manager window in the lower-left 

hand corner, select Micromate, Series IV, Series III, Minimate Blaster, or Series II in the lower 

left-hand corner of the Main Blastware window.  
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Note to Series II users: Blastware contains two Event Managers: the Series III Event Manager 

described in this section, and the Series II  Event Manager. These menus are toggled by selecting 

the unit type at either the bottom left corner of the Event Manager window, or under the Unit, 

Select Unit Type menu selection.  The Series II  Event Manager displays the Events stored on 

your Series II monitor, and is used to copy Events to your PC. Once you have copied an Event 

over to your PC, you use the Event Manager to view and edit it. Previous and new Series II 

Events will be converted to Series III Events and the original files will be saved in the Series II 

directory: 

DRIVE:/BLASTWARE/BW_SERIES2_BACKUP/òUnit Serial Numberò 

The Series II folder is automatically created prior to the conversion. 

4.3 Tools Menu  

The Tools Menu contains three commands in Compliance Mode, Scaled Distance, Post Event 

Notes, and ASCII Conversion. 

4.3.1 Scaled Distance  
The Scaled Distance menu invokes the Scaled Distance window, which contains commands for 

performing Scaled Distance Analysis. Scaled distance analysis is a useful tool for quickly and 

confidently calculating the maximum charge weight per delay and the minimum safe structure 

distance for a specific blast site. The information is presented in a simple and easy-to-read 

regression line graph. 

The analysis is based on blast data for a site. Scaled distances (SD) and the peak particle velocities 

(PPV) are used as coordinates to plot points on a graph with logarithmic axes. SD is plotted on the 

X axis, and PPV is plotted on the Y axis. Since there is a correlation between SD and PPV, a 

regression line is computed using the least squares method. This is a straight line which ñpredictsò 

with a specified confidence level whether a new data point will reside above or below the line. 

Both square root and cube root scaling can be used. 

Event data from any Series III or Series IV monitor can be loaded automatically, while data from 

other Events can be entered manually. Blastware can also read files saved by the Series II DS-550 

Scaled Distance Program. 

To open the Scaled Distance window, click once on the Scaled Distance menu. 

 

The Scaled Distance window displays summary information describing the Events, including the 

Peak Particle Velocity (PPV), the charge weight, and the distance. 

a. File Menu 

This menu contains the New, Load, Save, Print and Exit commands. 

(1) New 

The New command is used to create a new scaled distance file (.sdf). Each scaled distance file 

contains data from a number of blast Events, which you enter manually in the Edit Scaled 

Distance Record dialog box. (You can also add Events using the Event Manager, as described 

below). Once you have made all the settings for one Event, click on OK. The Event appears in the 
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Scaled Distance window, and the Scaled Distance dialog box remains open. You can then add 

more Events to your scaled distance file. 

When you  first select the New command after starting Blastware, all the settings in the Edit 

Scaled Distance Record dialog box are blank, except for the date, which is copied from the 

settings on your PC. Once you have entered data for one Event and clicked OK, however, 

Blastware will use the data for that Event as the default values for your next Event. This feature 

makes it easier to rapidly enter a series of Events. 

To create a new scaled distance file, select New from the File menu. The Edit Scaled Distance 

Record dialog box appears: 

 
 

i Serial Number 

Enter the serial number for the blast Event here. The serial number can be alphanumeric up to nine 

characters in length. 

ii  Date/Time 

This field is used to enter the date and time the Event was recorded. The default information is 

either the current date and time, or the date and time for the previously entered Event. 

iii  Description 

Enter a description of the Event here. Your description can be alphanumeric up to 31 characters in 

length. 

iv Geophone Peaks 

Geophone Peaks is used to enter the Peak Particle Velocity information recorded by the Geophone 

for the blast Event. You can enter the PPV for transverse (Trans), vertical (Vert) and longitudinal 

(Long) vibrations. Click on the appropriate box, and enter the PPV. 

v Microphone 

You can also enter air blast data recorded by the microphone. Enter the Peak and Background 

data. Click on the appropriate box, and enter the value. 

vi Weight 

Enter the weight of the charge used in the blast. Click on the box, and enter the value. 

vii Distance 

Enter the distance between the monitor and blast when the Event data was recorded. Click on the 

box, and enter the value. 

viii Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 
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¶ OK 
Press this to enter the Event into the scaled distance file. The Scaled Distance dialog box remains 

open. 

¶ Cancel  
Press Cancel when you have finished entering Event data. The Scaled Distance dialog box will 

close, returning your to the Scaled Distance window.  

WARNING :  Do not forget to save your scaled distance file before exiting the Scaled 

Distance window. See below for details. 

(2) Load 

The Load command is used to load scaled distance files (.sdf) into the Scaled Distance window. 

The Load Scaled Distance file dialog box appears: 

 

Navigate through your directories to locate the file. Click on Open to load the file into the Scaled 

Distance window.  

(3) Save 

The Save command saves the scaled distance file currently within the Scaled Distance window. 

The Save Scaled Distance File dialog box appears: 

 

Enter a filename for the new scaled distance file. Then navigate through your directories to choose 

the folder where you want to store the file. Click on Save to save the file. 

(4) Print 

The Print command invokes the Output dialog box, where you can choose to print a list of the 

scaled distance Events currently within the Scaled Distance Window, or save it to file.  
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i Use Report Header 

Click this checkbox if you wish to add the existing Report Title  as defined in the Report Options 

dialog box.  You can also add up to three additional headers to the Event list printout by typing in 

the text boxes provided. The headers appear as bold, centered titles at the top of each printed page. 

ii  Destination 

Choose where to print the Event list, either to a printer or to a file. If you choose a printer, the list 

prints on your printer. If you print to a file, the list is saved in standard text format. You can view 

and print the list using a text editing program like Microsoft WordPad. 

iii  Entries to output 

You have a choice to output all Events appearing in the Event List or only selected Events. To 

select Events, click on the Event to highlight it. 

iv Format 

Under this command, you can choose the margin size and font size used in the printout. 

v Margins 

You have a choice between large, medium, and no margins. 

 Top Margin Left  Margin  

Large 1 ½  in. (3.8 cm)  ¾ in. (1.9 cm) 

Medium 1 in. (2.5 cm) ½ in. (1.3 cm) 

No Margin 0 in. (0 cm) 0 in. (0 cm) 

vi Font 

You can choose either large, medium, or small fonts. 

(5) Command Buttons 

Choose OK  to output the Event List. Choose Cancel to close the dialog without printing or saving 

to file.  

(6) Exit 

Choose this command to close the Scaled Distance window and return to Blastware Main 

Window. The Save Scaled Distance File dialog box will automatically appear, prompting you to 

save your file. If you do not wish to save your file, click Cancel. 

b. Edit Menu 

The Edit menu contains commands for adding, deleting, changing and finding duplicates of Events 

within the currently displayed scaled distance file. 
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(1) Manual Append 

The Manual Edit command opens the Edit Scaled Distance Record dialog box, where you can 

manually enter Event data.  The dialog box uses data from the Event most recently added to the 

scaled distance file as the default settings. Once you have entered all the data for the Event, click 

on OK to add the Event to your scaled distance file.  

(2) Delete 

The Delete command deletes Events from the scaled distance file.  

To delete one or more Events, first highlight them in the Scaled Distance window. Then select 

Delete from the Edit menu.  The selected Events will automatically be deleted. 

WARNING:  If you delete Events on your computer by mistake, refer to your computer 

manual immediately for instructions on how to undelete files. 

(3) Manual Edit 

You use the Change command to make changes to Events in the scaled distance file. Select the 

Event in the Scaled Distance window, and then select Change from the Edit menu . The Edit 

Scaled Distance Record dialog box appears where you can alter the data for the Event.  

(4) Find Duplicates 

This command is used to find duplicate Events within your scaled distance file. If duplicates are 

not removed, the scaled distance analysis results may be distorted.  

To remove duplicates, select Find Duplicates from the Edit menu. If any duplicates are found, the 

following dialog box appears: 

 

To delete all duplicate Events, click on Yes. If you do not wish to delete duplicate, select No.  

If no duplicates are found, a message appears confirming this information. 

(5) Zero Mic Background 

Some Scaled Distance files may contain erroneous data in the background.  Select Zero Mic 

Background to place these values at zero. 

c. Graph Menu 

The Graph menu contains commands for performing scaled distance analysis on the file currently 

open within the Scaled Distance window. The Graph menu contains the following commands: 

Square Root, Cube Root, and Air Blast. 

(1) Square Root 

The Square Root command generates a graph showing the regression line for square root scaled 

distance. 
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Line of 95%  
Confidence 

Regression 
Line 

Location of Header 

Location  
of Notes 

 

i File 

The Print menu contains commands for printing the scaled distance graph. 

ii  Save to Metafile 

Save the Scaled Distance Graph as a metafile, which can be inserted into a Microsoft Word 

document. 

iii  Copy to Clipboard 

From the file menu, select Copy to Clipboard.  A bitmap image of the Scaled Distance plot 

is copied to your computers temporary memory.  Open another Windows program that 

supports graphics and use the paste command, or simultaneously press CTRL-V, to place the 

bitmap image into the file. 

iv Printer Setup 

Setup the defaults of your current printer, or select a different printer. 

v Print 

The Print command prints the scaled distance graph currently displayed. 

 

vi Edit 

The Edit Menu contains the Notes command 

vii  Notes 

The notes command is used to append a header centered at the top of the Scaled Distance 

Data Plot window, and two notes that appear in the lower left-hand corner. This feature allows 

you to customize your graph for printing. 

To open the Edit notes dialog box, select Notes from the Edit menu. 
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To enter notes or a header, click on the appropriate text box and type in the desired contents, 

to a maximum of 40 characters. Click on OK  to save your notes. Click Cancel (Esc) to close 

the Edit notes dialog box without adding notes. 

viii  Tools 

Under the Tools menu are various tools to calculate charge weight, safe distance and other factors, 

based on the scaled distance analysis.  

ix Calculator 

The Calculator command invokes the Scaled Distance Calculator, where you can make a 

range of calculations based on a confidence level graph. This enables you to obtain precise 

information for the blast site. Enter the values in the appropriate boxes, and the results are 

displayed automatically. Click Cancel to close the dialog box. 

 

¶ Calculate Charge Weight from Peak and Distance 

This area is used to calculate the charge weight based on values for PPV and Distance that 

you enter. Enter the PPV and the distance, and the charge weight is calculated automatically. 

¶ Other Calculations 

You can also calculate the Scaled Distance, Peak Particle Velocity, and the Distance. Enter 

the values; the results are calculated automatically. 

x Scaled Distance Table 

The Scaled Distance Table command invokes the Max Weight Table dialog box. This tool 

allows you to quickly calculate a range of charge weights at different distances, based on a 

PPV chosen by you. As with the Scaled Distance Calculator, results are based on the scaled 

distance graph, and have a specified confidence level. 

To open the Max Weight Table dialog box, select Scaled Distance Table from the Tools 

menu. 
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¶ Distance 

Enter the first distance from the Event that you wish to begin calculating charge weight for. 

The distance you enter here will be the first entry in the table, as shown in the example above. 

¶ Increment 

This value determines the increase in distance between each entry in the table. For example, if 

you enter an initial distance of 500 m and set the Increment to 100 m, the table will display 

the maximum charge weight at 500 m, 600 m, 700 m, etc.  

To enter the Increment, click on the text box with the mouse and type in the value. 

¶ Peak 

Enter the PPV for the charge weight calculation here. Click on the text box with the mouse 

and type in the value. 

¶ Table Size 

Enter the size of the table. The table can have up to 2000 entries. Click on the text box with 

the mouse and type in the value. 

¶ Command Buttons 

Click Calculate to display the weight results. Click Print to print the weight table. The Output 

dialog box appears, where you can choose setting to print the table, or save it to file.  

xi View Data 

This command displays all the numerical coordinates of the scaled distance graph. 

 

 

¶ Copy 

Use this command to copy the coordinates to third party analysis program such as Microsoft® 

Excel®. Click Copy. The information transfers to the computers clipboard file. From within 
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the third party software such as Excel, choose paste. The coordinates appear within the 

program. 

¶ Format 

This controls the View Data table. Width  controls the size of the table columns. Precision 

controls the number of significant digits. 

(2) Cube Root 

The Cube Root command generates a graph showing the regression line for cube root scaled 

distance. 

 

The menu commands contained in this window are the same as those for the square root graph 

window.  

(3) Air Blast 

The Air Blast command generates a graph showing the cube root  regression line for scaled 

distance using air blast data. 

 

The menu commands contained in this window are the same as those for the square root graph 

window.  
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d. Add 

Click on the Add button to include Events from the current directory into the Scaled Distance 

Event list window.  Events can also be added manually by highlighting them in the Event Manager 

and then clicking on the Add button within Scaled Distance. 

e. Also Plot 95% of Line 

Input the confidence level in this box.  Refer to the technical and ñrule of thumbò description in 

Section 3.3.2, Part b. Algorithms, subsection (2). 

4.3.2 Scaled Distance - Technical Description 
This section describes the formulas used by Blastware to calculate scaled distance. 

a. Scaled Distance 

(1)  

Dividing the distance from the blast by the square or cube root of the charge weight is familiar to 

the blasting industry and is known as the Scaled Distance. It arises from the fact that surface blast 

energy dissipates in all directions; i.e., it goes into a circular or spherical area surrounding the blast 

site. 

(2)  

The actual value of the scaled distance depends on the units of measure used in the equation, 

SD = D/Wr  

where the distance D, and weight of charge W, may be expressed in either Metric or Imperial units 

and r  is either 1/2 or 1/3 depending on whether square or cube root is used. (Air pressure always 

uses cube root scaling.) 

(3)  

There is a correlation between scaled distance and particle velocity. If enough PPV (or pressure) - 

SD sample pairs are available, statistical analysis can be used to derive an expression to show this 

dependence. It is of the form, 

 

P = H(SD)-ß 

 

where 

 P = PPV is peak particle velocity (or air pressure), 

 H is the velocity (or air pressure) axis intercept i.e., P when SD = 1, 

 SD is the scaled distance, 

 ß is the slope of the curve, i.e., the negative decay exponent 

(4)  

This is an equation for a curve of the form y = axb. (In the case of air pressure in dB, the equation 

is of the form P = a+b logSD where P is pressure.) If the logarithm is taken of both sides we have 

log y = log a + b log x which gives a linear xy relationship when plotted using log-log scales. 

Since the curve has been reduced to a straight line, we can perform linear regression analysis to 

find its equation. Linear regression is a statistical tool for determining a line of fit through a 

distribution of points on a graph. 

b. Algorithms 

(1)  

Linear regression is used to find the equation of a straight line of the form 

y = a + bx 

where the slope b is computed from the expression, 
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b = { ä (xi * yi - n * x * y)} / { ä (xi - n * x
2
) } 

and the intercept a is computed from the expression, 

a = y - b * x 

The coefficient of correlation r  is obtained by evaluating the expression, 

r = { ä (xi * yi - n * x * y)} / [{ ä (xi
2

 - n * x
2
)}{ ä (yi

2

 - n * y
2
)}]

1/2
 

and the sample standard deviation is evaluated from 

s = [{(ä yi
2

 - n * y
2
) - ä (xi * yi - n * x * y)

2
  / ä (xi

2

 - n * x
2
)} / n ]

1/2
 

In the equations above, n is the number of points (or Event PPV, SD pairs) xi and yi are the i
th
 

variable in the set i = 1 to n, and x and y are means or each of the variables in the given set. 

(2)  

A confidence line is based on the "rule of thumb" as a special case of Tchebychev's Rule. It states 

that in a normally distributed large population approximately 68% of the members lie within one 

standard deviation of the mean, whereas 95% of the members lie within two standard deviations. 

 

For further reading, please see the following references. 

Dowding, Charles H. BLAST VIBRATION MONITORING AND CONTROL. Englewood Cliffs, 

NJ: Prentice-Hall Inc.,1985. 

Federal Register, Vol.48, No. 46, Tuesday, March 8, 1983. RULES AND REGULATION. 

Washington, D.C.: U.S. Government Printing Office. 

Newbold, Paul. STATISTICS FOR BUSINESS AND ECONOMICS. Englewood Cliffs, NJ: 

Prentice-Hall Inc.,1984.  

Rosenthal, Michael F. and Gregory L. Morlock. BLASTING GUIDANCE MANUAL. Office of 

Mining Reclamation and Enforcement (OSMRE), March 1987. 

 

4.3.3 Post Event Notes 
Select this command to view and change the Post Event Notes for an Event.  

Editing notes for one Event only 

To create or edit the note of a specific Event, select it in the Event List Box, and then select the 

Edit Post Event Notes command, or the Notes icon from the Event Manager toolbar. The 

following window appears:  

 

Type in your notes and click the Apply to Event button when you are finished. Then click Exit to 

close the dialog box.  

Editing notes for multiple Events 
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You may also view and change notes for multiple Events. Select a series of Events in the Event 

List Box, and then select the Edit Post Event Notes command (or select the Notes icon from the 

Event Manager Toolbar) to open the Post Event Notes window. Enter your note and select Apply 

to Selected, and click the Save Event Note button when you are finished to save your notes and 

move to the next Event in your list. 

  

You can also use the standard Windows cut and paste commands to copy notes from one Event to 

another. Highlight the note you wish to copy and then press the Control (Ctrl) and C key 

simultaneously. Access the destination Event by using the Previous Event and Next Event 

buttons, place your cursor in the text box, and then press the Control Key (Ctrl) and V key 

simultaneously.   

The Previous Event and Next Event buttons can also be used to view existing notes by scrolling 

through Events selected in the List Box. Be sure to save notes for an Event by clicking the Save 

Event Note button before moving to another Event. If no Events are selected, the notes for the 

fi rst Event in the list are displayed. 

Use the Exit  command to close the dialog box. 

4.3.4 ASCII Conversion 
The ASCII output formats Blastmate Events into ASCII format (American National Standard 

Code for Information Interchange). This lets you use other programs to analyze the Blastmate 

Events. The ASCII conversion leaves the original Blastmate Event unaltered and creates a copy in 

the ASCII format. 

To create an ASCII copy of an Event, select an Event in the Event List box then click on the 

ASCII  button. The ASCII Conversion dialog box appears. 

 

a. Save converted files to directory 

Enter the path where you want the ASCII converted files to be saved, or use the browse button to 

locate a directory that you have already created. The default, indicated in the dialog box, is created 

automatically when you convert an Event for the first time. If you want to change the directory, 

click on the text window and press the backspace to delete the existing directory path. Then enter 

your new path. 

b. Close 

This closes the ASCII Conversion dialog box and returns to the Event Manager. Click on Close. 
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c. Convert All 

Select this button to automatically convert all the Event files listed in the Event List box. Before 

using this command, open the ASCII Conversion Settings dialog box, and make sure that the 

Output File Name is not set to Fixed File Name. Otherwise each ASCII output file will overwrite 

the last converted file. See Settings below for more information. 

d. Convert Selected 

This converts only the Events you have selected from the Event List box. To select Events, click 

on the required Events. Each chosen Event is highlighted. Press the Convert Selected button and 

the Events are converted into ASCII files. 

e. Settings 

This customizes how the Events are converted into ASCII files. Varying these settings changes 

how the Event information is organized within the ASCII file. Press the Settings button to display 

the ASCII Conversion Settings dialog box. To change the settings, click the mouse pointer in the 

box to be changed and enter the required information. 

 

(1) String Delimiter 

The character entered here separates the text information of an Event into separate single text lines 

in the ASCII file. This information includes the monitors setup information. The default setting is 

a double quotation mark. 

(2) String Separator 

The String Separator formats all strings into single lines within an ASCII file. The default setting 

is a line feed <10> and a carriage return <13>. 

(3) Wave Sample Separator 

The Wave Sample Separator separates all samples from each other. The default setting is a 

comma. 

(4) Wave Channel Separator 

The Wave Channel Separator divides each waveform from the other waveforms present in the 

Event. The default setting is a line feed <10> and a carriage return <13> at the end of a waveform. 



__________________________________________________ Blastware Compliance Module  
  

 

 

 Blastware Operator Manual 4ï81 

(5) Histogram Column Separator 

This lets you define how much space appears between histogram columns of Event information. 

(6) Format Histograms Data into a Table 

The histogram data can be unformatted or formatted into a table. In unformatted data, each sample 

appears under its record channel. Formatted data appears by sample, listed by the time it was 

recorded. The samples PPV and Frequency appear in columns beside each sample. 

(7) Format Waveform Data into a Table 

Waveform data for the Event can also be formatted into a table. If unformatted, waveform data for 

each channel appears in sequence, starting with Channel 1. Formatted data appears in the form of a 

table. 

(8) Wave Data Column Width 

This setting determines the width of the columns in the waveform data table. The default setting is 

10. 

(9) Output File Name 

You can change the name of the ASCII file to a name of your choice. The default name is 

ASCII.txt.  

WARNING : Converting multiple files without changing the output file name results in each 

ASCII output file overwriting the last converted file. Add a prefix or append a 

letter to the files to avoid this, see below. 

i Fixed File Name  

Use this method when converting files one at a time. You can change the name by deleting 

the existing name and entering a new name. 

ii  Prefix a letter 

Use this method when converting multiple files. 

Enter a letter in this text box. This letter is added to the beginning of each Blastmate Events 

filename and saved.  

iii  Append a letter 

Use this method when converting multiple files.   

Enter a letter in this text box. This letter is added to the ending of each Blastmate Events 

filename and saved. 

iv Unit Serial Number and Event Date 

Use this selection to save the ASCII conversion with the unit serial number and Event date as 

the name of the file.  Below is an example of converted Event using this option: 

 

 

BE6178_21_3_2003_18_51_39.txt 

(10) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

¶ OK 
Press this to save your settings. 

¶ Cancel  
Leave the Printer Setup dialog box without changing the current settings. 

¶ Defaults 
Changes all the settings to the default settings. 
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f. Compliance Histogram and Sound Level Microphone ASCII Results 

The Event Report summary of a histogram event with a sound recording channel, will display the 

Lmax, Lmin, LN1, LN2 and Leq for the entire time the unit was recording.  If you highlight the 

event and convert it to an ASCII file you will be able to see the Lmax, Lmin, LN1, LN2 and Leq 

values for each of the individual intervals, as shown in the exported table below: 

 

 

 

 

 

  Time   

Tran 
PPV 

mm/s   

Tran 
Freq 
Hz    

Vert 
PPV 

 mm/s   

  
Vert 
Freq 
Hz    

  Long 
PPV 

mm/s 

  
Long 
Freq 
Hz  

Geo 
PVS 

mm/s   

 MicA 
Lmax 
dB(A)   

MicA 
Lmin 
dB(A)   

MicA 
L10 

dB(A)   

 MicA 
L90 

dB(A)   

MicA 
Leq 

dB(A)   

15-Feb-13 
            9:21:31 0.0315 47 0.0236 13 0 <1.0     0.0885 83.8 63 81 65 75.8 

9:21:33 0.0236 47 0.0236 17 0.00788 <1.0     0.078 78.2 61.6 74 63 71 

9:21:35 0.0315 23 0.0236 13 0.00788 N/A      0.0838 68.2 56.4 66 57 62.9 

9:21:37 0.118 23 0.0631 22 0.0315 21 0.185 71 59.3 69 61 66.2 

9:21:39 0.0315 9 0.0158 20 0.0158 N/A      0.0881 74.4 60.1 72 61 68.7 

9:21:41 0.0236 >100     0.0236 15 0.00788 <1.0     0.0899 74.2 62.6 72 64 68.7 

9:21:43 0.173 3.9 0.244 3.8 0.11 3 0.363 103 57.7 100 60 93.9 

9:21:45 0.126 4.9 0.181 3.9 0.0631 4.7 0.264 68.5 56.5 65 58 62.5 

9:21:47 0.102 8 0.126 4.5 0.0709 3.9 0.201 69.4 57 67 58 64.2 

9:21:49 0.0631 5.8 0.0709 3.5 0.0236 4.1 0.174 66.6 59.1 64 60 62.9 

9:21:51 0.221 N/A      0.307 N/A      0.15 N/A      0.442 66.1 56.3 64 57 61.5 

9:21:53 0.615 4.1 0.969 4.2 0.473 3.5 1.24 70.1 56.1 65 57 63.1 

9:21:55 16.9 5 2.36 64 1.12 43 18 72.2 57.5 69 58 65.3 

      

      g. Advanced Histogram and Sound Level Microphone ASCII Results 

As with a Compliance Histogram event if you convert it to ASCII you will be able to see the peak 

information for each interval. 

 

  Time   

Mic A 
PPV 
pa. 

Mic A 
Freq 
Hz 

7-Nov-12 
  10:31:53 0.525 39.4 

10:31:55 0.44 21.6 

10:31:57 8.13 114 

10:31:59 0.638 6.6 

10:32:01 0.443 21.3 

10:32:02 0.49 20.7 
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4.4 Remote Access 
The Remote Access menu contains Auto Call Home and Start Blastware Mail.  Blastware Mail 

is also accessible via the Windows Start, Programs menu.  The Auto Call Home feature has three 

communication options, 1) Serial, or 2) UDP/IP and 3) TCP/IP .   

4.4.1 Auto Call HomeÊ Overview 
Use the Auto Call Home program for easy, remote access to your monitor and data, using Serial 

or IP communications. Whenever an event occurs, the monitor automatically places a call to your 

PC and downloads event data into a central location on your hard disk drive. When the monitor is 

ready to call in, it switches its modem on, and dials in to your PC. When communication has been 

established, the PC checks the serial number of the monitor, and then executes the instructions you 

have set for that specific monitor. Once data has been downloaded, the PC terminates 

communication.  

To use this feature, you require a telephone or cellular modem connection to your Micromate,  

Series III Blastmate or Minimate Plus (with a serial number of 6000 or more), or Series IV unit, a 

PC equipped with a free serial port, and the Microsoft® Windows® operating system. If using the 

Auto Call Home Serial Communications option, each communications port used on the PC must 

also have a modem. The Auto Call Home program is not available for use with units that have a 

serial number less than 6000, the Minimate Blaster or any of the Series II units (DS477/677 and 

DS077). 

 

NOTE:  When connecting to a Series IV unit, TCP is the recommended communication protocol 

for reliability of messages being transferred between the unit and Blastware 

4.4.2 Steps for a Successful Auto Call Home Configuration 
Review each step below, and proceed to the corresponding Subsection that is referenced to make 

the required configuration settings: 

1. Ensure that you have a Micromate, Blastmate III or Minimate Plus with a serial number 

of 6000 or higher, or a Series IV unit. 

2. Take a moment to review the entire Remote Access Section of this manual. 

3. Review the protocol descriptions outlined in this Section for Auto Call Home IP and 

Serial communications. Determine what type of communications protocol you will be 

using, a) Serial, b) UDP/IP or c) TCP/IP.  Proceed to the appropriate section within this 

chapter for more information on these communication setups. 

4. Purchase the required software and modem(s).  Purchase a communications package from 

your local service provider.  Install the required software as per the manufacturerôs 

instructions.  For a list of required software and communication requirements for IP 

communications, refer to Section Setting up an Airlink Raven Modem for Auto Call 

Home UDP/IP and TCP/IP. 

5. Connect the instrument to your computer and start Blastware. 

6. Proceed to the Setup Unit Section. Setup the unit dependent on the communications 

protocol, (i.e. cellular modem/telephone line or IP communications). 

7. Proceed to the Setup PC Section and configure your PC. Configure the Communication 

Settings for Serial, UDP/IP or TCP/IP.  For Serial Communications, refer to the 

Subsection Configure Auto Call Home Serial Communications, or for IP 

Communications, refer to the Subsections Configure Auto Call Home UDP/IP 

Communications, Setting up an Airlink Raven Modem for Auto Call Home UDP/IP, 

and Using Internet Protocol (IP) Communications.  Or, if you prefer, refer to the 

TCP/IP section for those configurations. 

Note: For setting up the UDP/IP or TCP/IP communications protocols it is 

suggested that you contact your System Administrator to handle Windows® 

Firewall adjustments and router configurations.  
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8. Refer to the Reports Section. Establish where your data output files will be located once 

they are downloaded, and their file format.  Additionally, determine the download 

location of Event and FFT Report Metafiles and formats, along with the measurement 

system to be applied. 

9. Proceed to the Start Auto Call Home Section. 

10. Use the various testing features to determine that the modem and software configurations 

are working in the office prior to locating the system as a field installation. 

4.4.3 Description of Commands 

a. Setup Unit 

Access this dialog by selecting Remote Access Menu > Auto Call Home > Setup Unit.   The 

Setup Unit command opens the Call Home Setup dialog box. The settings made in the Call Home 

Setup dialog box are stored directly on the unit. If you are using Auto Call Home with more than 

one monitor, you must set up each monitor individually. 

(1) USR Modem or Radio Modem 

i Dial-up modem option 

If youôre connecting your instrument to a cellular modem or a telephone line modem, then 

place a check mark on the Enable Auto Call Home and click on the USR Modem button. 

 

ii  IP modem option  

If youôre using a Raven modem or any other type of Internet modem or Radio modem, then 

place a check mark on the Enable Auto Call Home and then press the Radio Modem button. 
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This will place the Radio Ring command in the dial string section and automatically transmit 

any data once it has been recorded. From here you will need to program the modem to 

redirect the information to their router or directly to your computer. 

Depending on the situation, you need to select if you want the unit to call home after each 

event, at a specific time or both. Place the check mark(s) at the proper place(s). 

Press the Send button to program the unit. 

iii   When to Call Home 

These settings determine when the monitor calls in to your PC to download data.  If your unit 

is set to Histogram or Histogram Combo Recording Mode, you must schedule the unit to call 

home. 

iv After Event Recorded 

To have the monitor download data after every Event, click on this checkbox to display a 

checkmark. The monitor will call in after the wait time you specify, as set below. 

v Wait ___ Minutes 

Enter the length of time in minutes the monitor waits before calling in to your PC to download 

data. Click on the text box and enter the time. If you want the monitor to call in immediately 

after the Event, enter 0. 

vi Monitor while calling home  

Select this setting to ensure that the unit continues to record Events during downloading so 

that no Events are missed. If an Event is triggered during a download, the unit will stop the 

download, record the Event, and then restart downloading Events three minutes later to your 

PC. This function works only with downloads that occur right after the Event, or after the pre-

set wait time.  While in this mode, you are not able to set the time or delete Events. 

Downloads scheduled at a specific time (see the next item) cannot be interrupted to capture an 

Event. 

vii  At Specified Times 

You can have the monitor call in at the same time every day, up to four times a day, to 

download data. This setting is preferable for long-term monitoring as it ensures that the 

monitors memory is regularly cleared while preserving battery power. It is more efficient to 
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have the unit call in only once or twice a day to download date rather than several times a day 

when an Event occurs.  

Note: The ñMonitor while calling homeò function above does not work with scheduled 

downloads. Be sure to schedule your downloads for times when Events are unlikely to occur, 

to minimize the risk that an Event will be missed. 

To enable downloads at specific times, click on the At Specified Times checkbox to display a 

checkmark. Then enter the time information in 24-hour format.  

The unit will only call when it is in Monitor Mode.  If the unit is set to call home when it is in 

Sleep Mode because the timer was set, it will not call home at that time. 

(2) Enable Auto Call Home 

Click on the checkbox to Enable Auto Call Home on the monitor currently connected to your PC.  

The unit must have the Auto Call Home settings configured. 

(3) Dial String 

Enter the dial string for the remote modem you intend to use with the monitor. The dial string 

must include the phone number for the telephone line to which your PC modem is connected. 

Your modem type may use a different dial string. Consult the documentation that came with your 

modem. 

To change the string, click on the text box and enter the dial string.  To insert a comma in the dial 

string without causing a 1 second pause, place the characters ñ\,ò (backslash comma) into the 

string. 

Note: The dial string for radio modems is RADIO RING. 

(4) Auto Answer: On 

Enter the text string the monitor sends to the modem to turn Auto Answer mode on when the 

modem is in data mode. The default text string has been tested on various modems from different 

manufacturers, and found to work adequately. However, you may wish to change the string to 

improve performance. Consult the documentation that came with your modem. 

To change the string, click on the text box and enter the text string. 

Note: The Auto Answer: On string for radio modems should be blank. 

(5) Auto Answer: Off 

Enter the text string the monitor sends to the modem to turn Auto Answer mode off. The default 

text string has been tested on various modems from different manufacturers, and found to work 

adequately. However, you may wish to change the string to improve performance. Consult the 

documentation that came with your modem. 

To change the string, click on the text box and enter the text string. 

Note: The Auto Answer: Off string for radio modems should be blank. 

(6) Modem Power Controlled by Relay or Remote Alarm 

This setting enables you to conserve modem power for longer operation. The Blastmate III, 

Minimate Plus and Series IV units automatically toggles a pin on the auxiliary port that can be 

used to power the modem on or off as needed. The Warm Up Time is to allow the modem to 

initialize. Please contact Instantel for advice on relay settings necessary to use this function.  

Warning:  The alarm cannot be used if this feature is enabled. 

(7) Communication Timeouts 

This area contains information on the modem communication setup. You cannot change any of 

these settings. Number of Retries indicates the number of retries the monitor will make to call in if 

the line is busy on the first attempt. Time Between Retries is the time in seconds between these 

attempts. Wait for Connection is the time the monitor waits for instructions from the PC after its 

call has been answered; if no instructions are received within this time, the monitor terminates the 

connection. Serial Idle Time is the amount of time the monitor allows without any exchange with 

the PC before terminating the connection. 
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(8) Command Buttons 

To choose one of the following command buttons, click the mouse pointer on the button. 

¶ Send 
Press this to send your settings to the unit. 

¶ Close  
Leave the dialog box without changing the current settings. 

b. Setup PC 

You are able to access the Setup PC command from two locations; 

1) Remote Access Menu > Auto Call Home > Setup PC, or  

2) Remote Access Menu > Auto Call Home > Start, then Settings Menu > PC Setup. 

Either command will store and access the settings you enter.   

 

The Setup PC command opens the Auto Call Home PC Setup dialog box, where you setup your 

PC for communication with remote monitors. You must tell Blastware which monitors to expect 

modem communications from. When the monitor phones in, the software checks the monitors 

serial number against the settings contained in the Auto Call Home PC Setup dialog box. If it 

finds a match, it executes the instructions you have specified. 

(1) Remote Unit Serial No. 

Enter the serial numbers of the Blastmate III or Minimate Plus units that you wish to use with 

Auto Call Home. Click on the text box and enter the serial number. 

You can also create a single set of actions to be performed when any remote monitor calls in 

to your PC. In the first Remote Unit Serial No. field, enter the * character as the serial 

number. Then click on the Edit button to set the actions (see below). Blastware applies these 

actions to any monitor that calls in. 

Note:  Auto Call Home is supported by Blastmate III or Minimate Plus units with a 

serial number of 6000 or greater, or any Series IV unit.  

(2) Description of Actions 

This area displays the description entered for the unit. The description cannot be edited here. 

Click on the Edit button (see below) to change your description.  

(3) Edit 

The Edit  button invokes the Auto Call Home Actions dialog box. In this dialog box you tell 

Blastware what actions to perform when the monitor calls in.   
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i Description 

Enter the description you wish to associate with this monitor. The description allows you 

to identify the monitor in a way that is meaningful to you. For example, you may wish to 

describe the monitor according to its installed location or by the project that it is 

monitoring. 

To enter a description, click on the text box and type in your description. 

ii  Copy Last and All Un-Copied Events From Unit 

Check this checkbox to have Blastware download the most recent Event and all Events 

on the unit that have not yet been downloaded. The Events will be copied to the directory 

that you specify (see below).  If this is not selected no Events will be downloaded. 

To choose to download the most recent and all un-copied Events, click on the checkbox 

to display a checkmark. 

iii   Copy Monitor Log 

Check this checkbox to have Blastware download the monitor log. The log will be copied 

to the directory that you specify (see below). 

To choose to download the monitor log, click on the checkbox to display a checkmark. 

iv Delete All Events on Unit 

Note: This command will not work if Auto Call Home is set to run during monitoring. 

You can have Blastware delete all Events stored on the unit. Click on the checkbox to 

display a checkmark. 

Warning: If you select Delete All Events on Unit without also selecting Copy 

Last And All Un -Copied Events From Unit, you may delete 

Events that you have not yet copied to your PC. Once deleted, 

these Events cannot be recovered. 

Note: This option is not available if the unit is set to Histogram Combo 

Recording Mode. 

v Send the PC Time to the Unit (Series III, IV and Micromate) 

You can have the PC Time and Date settings sent to the unit. One second is added to the 

PC Time to allow for transfer delays. 

Note: This command will not work if Auto Call Home is set to run during monitoring. 

 

Additional feature available for Micromate monitors only:  If an Auto Call Home 

configuration, with the óSend the PC Time to the Unitô command selected, has been set in 

the Monitor Scheduler, and the time difference between the PC and the Micromate is 

within 10 seconds, the time will be updated on the unit; the Micromate clock will 

gradually (100 ms/s) be updated to align with the new time.  If the time difference is 

greater than 10 seconds, the unit will not be updated.  A log will be added to the Service 

Log file indicating if the time update was applied or not.  



__________________________________________________ Blastware Compliance Module  
  

 

 

 Blastware Operator Manual 4ï89 

(4) Destination 

This displays the directory where the data from the monitor will be copied. To select a 

directory, click on the button to the right of the description field. The following dialog box 

appears: 

 

Navigate through your directories to select the destination directory. Press Select to make that 

directory the destination for downloaded Events. To create a new directory, press Create and 

enter the name of the directory in the dialog box that appears. 

i "Disconnect after being connected for 'x' minutes (Range 1-9999)" 

Check this box to have the Call Home connection automatically terminated after a certain 

time (1-9999 minutes). The timer starts as soon as the PC is successfully connected to the 

remote unit.  If a Call Home connection is terminated because of this timeout a "Session 

timeout" entry is made in the CALLHOME.LOG.  

NOTE: Make sure that the timeout is long enough to allow all Events to download. For 

example, a 1- second 4-channel Event recorded at 1024 sps takes about 1 minute to 

transfer using a typical modem connection.  For Series IV units, ensure that the range is 

set to handle extremely large Events or thousands of stored Events. 

ii  Clear All 

Press this button to clear all settings in the Auto Call Home PC Setup dialog box.  

If you wish to clear the settings for only one monitor, erase the serial number. The 

Description field and all settings within the Call Home Setup dialog box will clear 

automatically. 

iii   __ Units in List 

This area lets you control how many monitor entries appear in the list (the minimum is 

five). The current number appears in the title. To add more entries, click on the More 

button. To remove entries, click on the Less button. 

Note:  Whenever you press the Less button, you will erase any settings you have 

made in the entry you are deleting. For example, if there are 7 monitors in the 

list, and you press Less once, you will erase all settings for Monitor 7.  

iv  Command Buttons 

Select OK  to save your settings and return to the Main Window, or Cancel to leave 

the dialog box without changing the current settings. 

c. Load Setup 

Use the Load Setup function to automatically send saved setup files to remote units.  Access this 

dialog by selecting the Remote Access menu > Auto Call Home > Start > Settings > Load Setup.  
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(1) Remote Unit 

Under the column Remote Unit, you are able to view the serial number of each unit that is being 

monitored. 

(2) Load 

Clicking in this box will indicate that you want to load the specified setup file shown in the Setup 

Filename text box. 

(3) Browse 

Use the Browse feature to search and select the Setup File that you want to be loaded into the 

specified unit. 

(4) Open 

Select Open to accept the selection.  This file and path will be added to the Setup Filename text 

box. 

(5) Cancel 

Select Cancel to leave this dialog without applying the changes you have made. 

(6) OK 

Select OK  to approve the changes. 

d. Reports 

This option is only available when Auto Call Home is not actively connected.  Select 

Settings from the main menu bar of the Auto Call Home dialog box, than click on Reports 

to display the Setup Text Report for Data Base dialog box: 
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(1) Create Database Files 

If you would like to generate file copies of your reports or if you are using Blastware Mail, 

select Create Database Files.  If it is an 8-channel Event that is being sent to a database file, 

two separate files, 4 channels each, is created. .  If it is a 6-channel Event that is being sent to 

a database file, two separate files, 4 and 2 channels each, are created. 

 

File Naming Convention Examples: 

Event Name  H0029YO8_CC0.txt 

Database File Name H0029YO8_CC0.txt or H0029YO8.xml 

Event Report File  H0029YO8_CC0_1_4.wmf (4-channel example) 

   H0029YO8_CC0_5_8.wmf (8-channel example) 

H0029YO8_CC0_5_6.pdf (6-channel example) 

FFT Report File  H0029YO8_CC0_FFT1_4.wmf (4-channel example) 

   H0029YO8_CC0_FFT5_8.wmf (8-channel example) 

ASCII Export  H0029YO8_CC0_ASCII.txt or H0029YOB_CC0_XML.xml 

NOTE: Series IV file naming is the same with the exception of the beginning of each file, 

which starts with ñMPID#ïñ. 

(2) Save to 

Use the Save to text box to indicate the directory and folder in which you want the files to be 

saved, or select the ñéò tab to browse and select directories on your PC.  If you want to add a 

new directory, it must be done within Windows® Explorer. 

To automatically save files into a folder that is automatically created using the serial number of the unit, 

place a checkmark in the Use Serial Number as a Subdirectory box. 
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(3) Sensor Configuration 

Select your Sensor Configuration by either selecting the radio button next to Uni-Axial  or 

Tri -Axial . 

(4) Database File Type 

Indicate what file type you would like to have the database files saved as, by either selecting 

the radio button next to Text or XML . 

(5) Output Files 

In this section of the dialog, you can select which file types you want to create, and also the 

directory path where you want to save each file type. Use the Save to text box and  to 

indicate a directory path for the saved files. 

i Event Report Metafile 

This feature is only available if the Tri -Axial format has been selected.  Selecting Event 

Report Metafile will save the file in a graphic (.wmf) format. 

ii  Event Report PDF 

This feature is only available if the Tri -Axial format has been selected.  Selecting Event 

Report PDF will save the file in the Adobe® Acrobat® (.pdf) format.   

Note: The associated Metafile used to create each .pdf file will  be deleted.   

iii   FFT Report Metafile 

This feature is only available if the Tri -Axial  format has been selected.  Selecting FFT 

Report Metafile will save the file in a graphic (.wmf) format. 

iv  Frequency Range 

This feature is only available if the Tri -Axial  format has been selected.  Enter the 

Frequency Range you would like to include within your reports by inputting the range in 

the To and From boxes. 

v Convert Event to ASCII 

This feature is only available if the Tri -Axial  format has been selected. 

vi  Convert Event to XML 

This feature is only available if the Tri -Axial  format has been selected.  

(6) Measurement System 

Select the unit type that you would like to have the reports created in by either selecting 

Metric  or Imperial .  Select the unit which the microphone reading was created with, dB or 

pa (metric), or psi (imperial). 

(7) File extensions for database reports  

Under File extensions for database reports you can alter the file extension for either the 

database or metafile.  Place your cursor in the box related to the extension you would like to 

change under For Waveform Events or For Histogram Events, highlight the existing 

default text, and replace with an optional file extension name (i.e. JPG, TIF, BMP). 

Warning:  Use this with caution, as some programs will not be able to open the file if an 

improper extension is used.  

(8) Test 

You can test the file extension, to ensure that Windows recognizes the file type and that you 

are able to open the file with either a word processing or graphics program, by clicking on the 

Test button.  When you click on the Test button, the following dialog appears: 
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(9) Open 

Highlight an existing event and select Open.  The files will be written to the specified directory 

with the file extensions that you have input.  Use the Windows File Explorer program to locate the 

files, and ensure that you can open them. 

(10) Cancel 

Click on Cancel to abort the test.  

4.4.4 Communications Configuration Options 

Communications configurations are based on the type of unit you have, Series III or Series IV.  

For Series III communication protocols, there are two possibilities, UDP/IP or TCP/IP.  Series IV 

offers four communication configuration possibilities: UDP/IP or TCP/IP, with Automatic or 

Static IPs.  All Series III and Series IV units support Serial Communications. 

NOTE:  When connecting to a Series IV device, TCP is the recommended communication 

protocol for reliability of messages being transferred between the unit and Blastware. 

 

Micromate Serial Communications 
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Series III Communications: UDP/IP 

Modem Communications 

Series III Communications: TCP/IP 

Modem Communications 

  

Series IV Communications Setup: UDP/IP 

Ethernet/Modem Communications 

Automatic IP Address 

Series IV Communications Setup: TCP/IP 

Ethernet/Modem Communications 

Automatic IP Address 
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Series IV Communications Setup: TCP/IP 

Ethernet/Modem Communications  

Static IP Address 

Series IV Communications Setup: UDP/IP 

Ethernet/Modem Communications  

Static IP Address 
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4.4.5 Configure TCP/IP Communications 

With Auto Call Home and the seismograph(s) configured, select Auto Call Home > Start and 

then the TCP radio button. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(1) Communications 

i  Select the Settings option from the Communications menu.  

ii   Enter the Host Computer IP address running the Blastware program. 

iii   Enter the Port Number that will be receiving the call from the seismographs. 

iv  Save these settings by clicking the OK button.  Select Exit.  
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(2)  Raven Modem Setup 

i The Raven X modem must also be configured for TCP communication.  Start the 

Acemanager program and connect to the modem using the provided URL.   

ii  Select the Serial tab. 

iii    The settings should be as outlined below except where noted: 

 

 
 

a. The Destination Port must be the same as what was entered in Auto Call 

Home. 
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b. The Destination Address is the IP address of the device receiving the call 

from the modem.   

c. If the modem can reach the host computer running the Blastware 

program directly, the IP address would be the IP address of the host computer.  

d. If the modem connects to a switch first which in turn forwards the 

messages to the host computer, then the IP address is the IP address of the 

switch.   

iv     Save these changes. 

v    Place the seismograph into monitor mode  

vi     Start the Auto Call Home program. 

vii   Trigger the seismograph and ensure the event file is transferred.    

viii  To add additional units repeat the above procedure.   

 

NOTE:   All modems MUST be configured to the same IP address and port number. 

4.4.6 Configure Auto Call Home UDP/IP Communications 

UDP/IP communications refers to a network and transport protocol used for exchanging data over 

the Internet. The Blastware feature Auto Call Home UDP/IP facilitates communications with 

remote packet data modems, such as the Airlink  Raven, on a PC or server, through a conventional 

Internet connection.  This feature of Blastware is used to transfer data from single or multiple 

Instantel Series III and Series IV units at faster rates within a more stable and less costly 

configuration then analog networks (Serial Communication).  The analog data is converted for 

transfer over a  data network and the Internet; in the most efficient configuration, the modems 

need to address a static IP address at the destination PC or server to facilitate transfer of this data 

over the Internet, through a standard Internet connection at the destination PC/server.  

The Auto Call Home UDP/IP program allows you to connect with up to two hundred and fifty six 

remote units, and communicate with twenty five of those units simultaneously.  Whenever an 

event occurs, each monitor automatically calls your PC and downloads the event data into a 

specified directory that is created using the unit serial number of the monitoring system. This 

information includes the unit serial number, communication port, and the date and time. This part 

of the Auto Call Home feature is useful when you are monitoring more than the four available 

communication ports on your PC. You can view activity and error logs of the monitoring and data 

acquisition as it occurs. 

Auto Call Home UDP/IP saves the original setup file for future use, and automatically sends the 

stored setup file to a remote monitor through the standard internet connection, once the monitor 

establishes communication with the PC or server. 

Note: Contact your computer system administrator or trained technician to assist you in router 

configuration, communications and Windows Firewall settings for Auto Call Home UDP/IP and 

TCP/IP. 

a. Setting up an Airlink Raven Modem for Auto Call Home UDP/IP 

Instantel encourages the use of the Airlink Raven modem.  The Airlink Raven has a high-speed 

data transfer rate that supports the Instantel® Series III monitors, serial number 6000 and 

higher.  Since it uses Internet Protocol (IP) to transfer data from the monitor to a computer 

operating the Instantel® Blastware® Software, the communication link is always present, and 

long distance charges no longer apply.  The service plans differ from analog plans in that billing is 

commonly done based on the quantity of data transferred in a given period.  

These installation instructions describe the procedures for installing an AirLink Raven modem that 

will support communication with a remotely installed Instantel vibration monitor. For the purpose 

of these installation instructions, it is assumed that the office PC already has an internet 

connection and that communications do not pass through an interoffice server or firewall.  If 
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communications do pass through an interoffice server or firewall, please contact your IT person to 

make the proper adjustments. 

  
Tools and Material Required: 

1. Purchase and activate the telephone service package; this is a regular data call package from 

either Bell Mobility or with Verizon Wireless.  Also, request a static IP address from the local 

telephone service provider that you have selected. 

2. AirL ink Raven modem. 

3. Power source for the AirLink Raven modem (a 12 volt car or marine battery and/or a solar 

panel). 

4. Null modem cable (Instantel® part number 718A3701). 

5. Install the AirLink software. This software can be downloaded from AirLinkôs web site, or 

from the modem manufacturerôs website at www.sierrawireless.com.                           

6. Download and install the ACEmanagerÊ  software to program and trouble shoot the modem. 

This software can be downloaded from AirLinkôs web site, or from the modem manufacturerôs 

website at www.sierrawireless.com.  Below are screen captures of the Info , Status and 

Common screens from the ACEmanager to Raven Modem setup software.  Question marks 

(?) are placed next to the fields that need information input, or represent areas that may 

particularly cause difficulties during setup.  If you are required to call the Instantel Technical 

Service Team for assistance, please have this document, the ACEmanager software running 
with the modem attached. 

 

 

 

 

 

 

ACEmanager Info  Dialog (Phone Number is input in the Common dialog): 

 

 

 

 

 

 

 

 

 

http://www.sierrawireless.com/
http://www.sierrawireless.com/
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ACEmanager Status Dialog (Phone Number is input in the Common dialog): 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager Misc Dialog: 
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ACEmanager Serial Dialog: 

 

 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager TCP Dialog: 
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ACEmanager UDP Dialog: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager DNS Dialog: 
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ACEmanager Dynamic IP Dialog: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager PPP/Ethernet Dialog: 
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ACEmanager PPP/Ethernet Dialog: 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager SMTP Dialog: 
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ACEmanager Other Dialog: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ACEmanager Firewall  Dialog: 
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ACEmanager Post Forwarding Dialog: 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Load and write the script file to the modem as per the manufacturerôs instructions.  Reset the 
modem or disconnect/reconnect it the power to ensure that the script file is loaded properly.   

8. The Airlink Raven modem script file supplied by Instantel® Technical Services.   

9. Latest version of the Instantel® Blastware Software. Download the latest version from the 

Instantel website. 

10. Instantel® Series III seismograph (to use the Call home feature, use a Series III unit with a 
serial number higher than 6000). 

Monitor Setup: 

1. Refer to the operator manual of your Instantel® vibration monitor to set the following 

communication options:  Series III unit - the unit should be set to communicate at 38400 baud 
and the serial connection to DIRECT. 

Installation:  

2. Refer to the manufacturer's instructions for setting up and attaching the AirLink Raven modem 

to the COM 1 port of your computer. 

3. Install and run the AirLink  software. This software will prompt for the following information 

obtained from your service provider (Refer to Material's Required, Item 1): 
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a. Unitôs unlock code (also known as the master subsidy Lock Code), 

b. the phone number,  

c. the SID and NID (typically, the SID = 0, and the NID = 65535), 

d. the NAI (the account e-mail address), and 

e. the password. 

4. Set the modem to ñHome Preferredò and ñPublic Internetò. Next, update the PRL (Preferred 
Roaming List - This is a list of information that resides in the memory of a digital phone. It 

lists the frequency bands the phone can use in various parts of the country). If the modem 

returns an error, bypass this step.  The Modem will now attempt a connection with the service 

provider. 

5. After a successful connection, disconnect the modem (with the antenna installed) from the 

computer.  Four lights on the modem should be either on or flashing, a) Chan, b) Link, c) 

Reg., and d) Pwr.  The RSSI (Receive Signal Strength Indicator) may also be indicating the 

level of coverage.   

6. Install AirLink Wireless ACE 3G software. This software will load the communication 

protocols into the modem.   

7. Run the AirLink Wireless ACE 3G software.  Click on CONNECT and then select the UPD 

(User Datagram Protocol) protocol. This protocol provides a procedure for application 

programs to send messages to other programs with a minimum of protocol mechanism. 

8. Enter the IP (Internet Protocol) address and the password. Select OK.  The software will 

attempt to communicate with the modem.  

9. Select the ñLoadò icon and scroll to find the ñRaven 1X  modemò script file. Select the 

WRITE button. This will send the information to the modem.  

10. Select menu item Blastware > Communications > Static IP.  Enter the IP Port Address 
(example: 12345). Select the Test Communications button.                                                              

4.4.7 Configure Internet UDP/IP Communications 
To access the Auto Call Home IP Communications Setup dialog, select the Remote Access 

Menu > Auto Call Home > Start menu item.  Use your cursor to select UDP at the top of the 

dialog box before selecting the Settings Menu > Communications option. 
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(1) First Port 

Enter the starting port that you are going to be monitoring within the range specified (1024 ï 

65535). 

(2) Number of Ports 

Enter the number of ports that you are going to be monitoring, that will have units calling in and 

downloading data onto the PC.  The number of Ports is equivalent to the number of monitors using 

AutoCall Home. 

(3) Protocol UDP 

User Datagram Protocol (UDP) is the only protocol supported for Auto Call Home IP.  UDP is a 

high-level communication protocol that coordinates the one-way transmission of data in a packet 

data network. The UDP protocol coordinates the division of files or blocks of data information 

into packets and adds sequence information to the packets that are transmitted during a 

communication session using Internet Protocol (IP) addressing. This allows the receiving end to 

receive and re-sequence the packets to recreate the original data file or block of data that was 

transmitted. UDP adds a small amount of overhead (control data) to each packet relative to other 

high-level protocols such as TCP. 

(4) Computer Address (For Testing Only) 

To obtain your computer IP Address, click on the Windows Start > Programs > Run and type 

CMD  in upper or lower case, in the text block that appears.  The Command Prompt window will 

appear.  At the blinking horizontal cursor after C:\>directory, type IPCONFIG  in upper or lower 

case and select OK .  The IP Address, Subnet Mask, and Default Gateway are listed.  Record the 

IP Address for later use ï this address will be used to setup the Auto Call Home UDP/IP 

communications. 

 

Message Window 
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(5) Computer Port 

Input a Computer Port number within the range specified (1024 ï 65535) ï this number must 

match the number entered into the First Port  field. 

(6) Unit Address 

This is the address of the  Modem attached to the unit. 

(7) Unit Port 

The Auto Call Home UDP/IP software is capable of detecting the port on which each packet data 

modem will communicate. 

(8) Loop Test 

To ensure that data is able to be sent to and from the PC to the Modem, and vice versa, perform a 

Loop Test.  To do this, you must disconnect the modem serial communication connector and short 

the circuit of female connector pins 2 and 3, before selecting performing the Loop Test.   

The Loop Test sends from 10 to 1400 bytes.  It starts by sending 10 characters, or bytes, and 

increments the number of characters by 10 each iteration until 1400 characters has been reached.  

It then goes back to 10.  

You can cancel the loop test at any time by clicking on the Cancel Loop Test button.  Watch the 

Message Window for the software response to the Loop Test.  

 

i Message from the Loop Test: 
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ii  Blastware is reading the response of the 10 Bytes that were sent: 

 

 

iii   The message window indicates that 10 Bytes were successfully sent and read ï if you 

receive an error, check the modem connections, setup and status, and ensure that each piece 

of equipment is turned on: 

 

 

iv If the Loop Test is not successful, the window will prompt you with a series of 
messages, similar to the following: 

 

ñWriting 100 bytesò                        

ñLoop #10: Trying to read 100 Bytesò  

ñ100 of 100 chars were read correctlyò 

ñ100 of 200 Error at char 101ò            

 

The last line indicates an Error, stating that character 101 does not match what was sent out.  

If a Loop Test is not able to be performed at all, the message ñConnection failedò is displayed, 

indicating that the software could not open the communication socket.  Review and check the 

status and setup of the modem. 

(9) Communications from a Unit 

Ensure that the modem is setup up and working properly.  To test the communications from a unit, 

first turn the unit off, and then manually wake up the unit, wait 10 seconds and click on OK .   
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NOTE:  Do not turn the Series IV monitors Off ï the monitors will not communicate. 

i When the unit is initially turned on, it will display that it is ñConnectingò and sends the 

Operating System, as shown in the message box below: 

 

 

ii  After the Operating System has been successfully read by Auto Call Home, you will be 

prompted with the message and a window dialog, as shown below ï click on OK. 

 

iii   If the unit is unable to successfully send the Operating System, the following dialog will 

appear.  If you receive an error, check the modem connections, setup and status, and ensure 

that each piece of equipment is turned on: 
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(10) Communications to a Unit 

Communications to a Unit tests the communication link from the PC to the unit.  Turn off the 

unit for approximately 10 seconds then click on Communications to a Unit.  A dialog will appear 

instructing you of the steps to follow. Click OK . 

 

 

 

i Click OK on the new dialog that appears.  The unit will turn on and display a 

ñConnectingò message.  If the unit does not wake up within 20 seconds, the follow the 

directions on this dialog: 
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4.4.8 Configure Auto Call HomeÊ Serial Communications 

Serial communication refers to when data is transmitted bit-by-bit. If  you wish to download 

events from several monitors, you can stagger the call times to ensure that there is no overlap or 

get a multiple ComPort box and have multiple modems at the computers end. This feature also 

allows you to connect with up to twenty communication ports on your PC and remotely gather 

data from multiple vibration monitors simultaneously. You can view activity and error logs of the 

monitoring and data acquisition as it occurs. Whenever an event occurs, each monitor 

automatically calls your PC and downloads the event data into a specified directory. This 

information includes the unit serial number, communication port, and the date and time. This part 

of the Auto Call Home program is useful when you are monitoring more than the four available 

communication ports on your PC. 

(1) Auto Call Home using Serial Communications 

To access the Auto Call Home Serial Communications Setup dialog, select the Remote Access 

Menu > Auto Call Home > Start.  Use your cursor to select Serial at the top of the dialog box 

before selecting the Settings Menu > Communications option. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(2) COM Ports 

Select Settings from the main menu bar of the Auto Call Home dialog box, then click on 

CommPorts to display the Communications Settings dialog box.  Within this dialog you 

can indicate which CommPorts you would like to monitor for activity by placing a 

checkmark in the box beside each port, from 1 to 20. 

(3) Baud Rate 

Place a checkmark next to the proper Baud Rate setting ï this setting must match the setting 

of the communications ports you are monitoring with the Auto Call Home program. The 

Baud Rate determines the speed that the data transfers, with 38400 (Series III) or 115200 

(Series IV) being the highest, whereas a setting of 9600 is slower, but more stable. 

(4) Modem Hang Up Method 

You can instruct the modem to hang up after sending the data, which is the most common 

method, or you can choose to Close Serial Port after a specified number of seconds by 

entering a number in the text field next to Leave Port Closed For.   

Select on of the two Modem Hang up Methods: 

1)       Send Commands to Modem ï  AT commands sent to the modem to hang up, or 
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2)       Close Serial Port ï Some modems will not respond to the AT hang up command 

and require the serial port be closed to trigger a hang up.  The port is closed for the 

specified number of seconds before it is opened again.  While the port is closed it is not 

being checked for units calling home. 

Select OK  to approve the changes, or Cancel to exit without making changes. 

b. Start Auto Call Home  

Start the Auto Call Home program by selecting the Remote Access Menu in Blastware, and then 

Auto Call Home > Start.  From here you are able to access important menu items for the 

configuration of Auto Call Home.  Additionally, this is where you will set which type of 

communications protocol you will be using, Serial or IP.  Prior to setting up Auto Call Home, 

determine which option you are going to be using by reading the overview and descriptions in the 

sections that follow.. 

Note:  You must select Connect and have this window open any time that you want the 

software to monitor particular COM Ports for incoming calls. 

The Start command opens the Auto Call Home dialog box and allows you to monitor your serial 

or IP ports.  As long as the Auto Call Home dialog box remains open, your PC can receive 

messages. If you prefer, you may minimize the dialog box.  To stop monitoring the serial ports 

click on Disconnect, or Exit to disconnect and return to the main Blastware window. 

Note:  Blastware Mail and Auto Call Home can not share the same communications 

serial port. 

 

 

(1) Communications Port 

i Serial 

Serial communication refers to when data is transmitted bit-by-bit.  For a complete 

description of the Auto Call Home Serial Communications protocol, refer to Subsection D of 

this Section. 
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ii  IP (Internet Protocol) 

IP communications refers to a network and transport protocol used for exchanging packets of 

data over the Internet.  For a complete description of the Auto Call Home IP 

Communications protocol, refer to Subsection C of this Section. 

(2) Serial No. 

Displays the active unit that is calling the PC. 

(3) Port 

Indicates the port which the unit is calling in on. 

(4) Time 

Displays the time which the unit contacted the PC. 

(5) Current Status 

Indicates whether or not the unit has made a connection or is not connected. 

(6) Connects 

Displays the number of times the unit has successfully connected. 

(7) Events 

Displays the number of Events that have been successfully copied to the PC. 

(8) Write to File 

Use this command to save a text file of the Activity Log . 

 

(9) Activity Log 

The Activity Log displays a current log of activity including incoming calls, serial number(s), 

and the port(s), that the unit(s) is calling in on.  Additionally, it indicates the files that are 

being transferred and emailed with their destination directory.  The Activity Log  returns to 

Monitoring for Call Home  status once the download from a unit is completed. 

(10) Error Log 

The Error Log  displays units that were not able to successfully call into the PC. 

(11) Connect/Disconnect 

Click on the Connect/Disconnect to start or stop communicating with the unit(s).  When you 

select Connect, the units that are setup to call home will automatically be displayed in the Serial 

No. column. 

(12) Print 

After a unit has connected and sent the Events and connection information, you are able to print 

out the Activity  and Error Log  details by clicking on Print . 
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(13) Exit 

Click on Exit  to leave the Auto Call Home program. 

There are three communication options within Auto Call Home to remotely access data from the 

monitor, 1) Serial (Communications), and 2) UDP/IP, and 3) TCP/IP. 

i Once all setups for Auto Call Home are completed, it is strongly recommended that 

communications be checked before the unit is placed in the field. Some modem/phone 

combinations may require parameter changes to function properly. Refer to Chapter 6 for 

more information on setting up modems and communications settings. 

 

ii   Auto Call Home is supported by Blastmate III or Minimate Plus units with a serial 

number of 6000 or greater. 

c. Status 

Select the Status to access the Event Copy status function. 

(1) Event Copy 

Click on Event Copy to access the Event Copy Status dialog box.  This window displays the 

status of each communications Port, the Serial Number of the unit associated with that Port, 

and the time and date of each connection. 

 

d. Test 

Use the Test feature of Auto Call Home to determine if any of the Events that have been copied 

were created due to a false trigger.  You may also email the files, using the parameters set in 

Blastware Mail. 

Sample of a Valid Event ïthe waveform signature is almost equivalent in the positive and 

negative baseline. 
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Sample of a False Trigger ï the entirety of the Event response is positive. 

 

 

(1) Test Auto Call Home Processing 

i Selecting Events to Test 

Select Test from the Auto Call Home main menu, and then click on Processing.  The Test 

Auto Call Home Processing dialog will appear.  Click on the button labeled Select Events, 

and browse your computer for files that you wish to test for false triggers.  Highlight the files 

with your cursor and select Open. 
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ii  False Trigger Detection (Series III Only) 

Once the files are loaded into the Processing window you will notice that the Result indicates 

that they have not been tested.  Click on the button labeled False Trigger Detection ï a 

software algorithm will test the opened Events. The Result window will indicate which 

Events are valid, and which ones were False Triggers. 
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e. Test Modem 

This feature is provided to enable you to further test the modem you are using with the remote 

monitor. Enter a text string of modem commands, and Blastware writes it to the serial port. You 

can then evaluate the modems operation. If you require a more advanced testing tool, use a 

program such as HyperTerminal, supplied with the Windows operating system. 

To access the Modem Test dialog box, select Remote Access > AutoCall Home > Test Modem. 

 

 

Example test strings to send to the modem: 

ATDT5552368   Dial Jim Rockfordôs home phone! 

ATS0=0              Auto answer off 

ATS0=1              Auto answer on first ring 

AT+RSSI?          Test the signal strength of a GSM phone 

(1) Test text box 

Enter the text string you wish to send to the serial port. 
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(2) Send Buttons 

Click on Send to send the text string to the serial port. 

(3) On/Off 

This setting allows you to send a command repeatedly to the modem, and check the response. 

Enter the command in the upper text box, and click the On/Off button. The button will change to 

Stop. The response from the modem appears in the lower text box. Click Stop to end the 

procedure. 

(4) Cancel 

Click Cancel to close the Modem Test dialog box and return to the Main Window. 

(5) Call Home Log 

Every time you use Auto Call Home to receive data from a remote monitor, a log of the session is 

created. The log includes such information as a "Session Timeout" entry if a Call Home 

connection is terminated from exceeding your ñDisconnect after being connected for 'x' minutesò 

setting. The log file, entitled CALLHOME.LOG, is stored in the directory containing the 

Blastware executable file (Blastware.exe), and can be printed or edited using a text editor such as 

Microsoft Notepad. When you select the Connect command in Auto Call Home, the following 

warning message appears asking you whether you wish to clear the data currently stored in the 

Call Home Log: 

 

If you do not wish to save the current data, click Yes. The contents of the log will be deleted. If 

you would like to keep the information currently in the log, click No. The information for the 

current session will be added to the log.  

f. About 

If you call Instantel Technical Support, they may request information about the version of Auto 

Call Home that you are currently using.  To access the About menu select Remote Access > 

AutoCall Home > Start > About to display the following dialog: 

 

4.5 Blastware Mail 

Use Blastware Mail  for automatic distribution of data to a wide variety of devices, such as 

cellular phones, pagers, PDAs and PCs. This is a separate application that works together with the 

Blastware software, Auto Call Home, and your internet connection. After events are 

automatically downloaded to your PC using the Auto Call Home, Blastware Mail automatically 

sends the results to the e-mail addresses and text-messaging-capable cellular/GSM phones you 

have specified. BW Mail allows you to create ñaccountsò in the Edit Mail Delivery dialog box that 

specify what information will be sent to which email addresses ð the entire event file, or selected 

data for each channel. You can also send different information to different recipients, and choose 

to time-delay distribution. Cell phone users automatically receive peak information for each 

channel.  










































































































































































































































































